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1.Introducti on

1.1 Proper and intended usage

The Router is intended for use in industrial (IP20) environments. It is equipped with Ethernet interface ports
and is used solely for connecting components within a network.

By connecting network components, the Router enables network nodes to exchange data between the LAN
and WAN port. By connecting an external DSL modem (via PPPoE) at WAN the Router can provide a direct
connection to the Internet. The Router is responsible for routing IP packets between an industrial network
and an external network (such as the Internet). The Router can be configured on-site using an IP network on
both Ethernet ports (LAN or WAN).

The Router has implemented extensive security standards to enable different networks to work together
smoothly.

Additionally, VPN (virtual private network) connections can be used to connect the Router as a VPN-Client or
a VPN-Server with other VPN devices.

1.2 Package Checklist

All models

1 x Industrial Security Router (IE-SR-XGT-LAN or IE-SR-xGT-LTE/4G)

1 x 3-pin connector for power supply

2 x 4-pin connectors for special digital inputs and output signals (Alarm, CUT, VPN)
1 x Ethernet cable (Length 1 m)

2 x antennas for mobile connection (only models with integrated 4G modem)

1 x Hardware Installation Guide

If any of these items are missing or damaged, please contact your customer service representative for assis-
tance.

1.3 Safety instructions

- Using the selected device for purposes other than those specified or failure to ob-
serve the operating instructions and warning notes can lead to serious malfunctions
that may result in personal injury or damage to property.

- If this product malfunctions, it is no longer possible to predict the behavior of
A neighboring networked facilities and their connected devices. Personal injury and

property damage can occur because of malfunctions. Only carry out changes to the
settings when you are certain of the consequences such changes will have on all
connected networks, facilities and devices.

- Personal injury and property damage can occur if this product is used improperly.
Adjustments and setting changes to this product should only be carried out by suffi-
ciently qualified personnel.
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Caution

- This device is designed only for an operating voltage range from 7 to 36 V DC. Do
A not use a higher voltage; this could destroy the Router and other devices.

- The Security Router does not have an on/off switch. The operating voltage must
be switched on by the facility in which the device is integrated.

Caution

You should activate and synchronize the time server or set the system time manu-
ally if you are using certificates in virtual private networks (VPNSs) or simple network

management protocol (SNMP). An inaccuracy in the system time can cause the vir-
tual private network (VPN) to malfunction.

You should synchronize the system time with a time server after each Router re-
boot and after you load the default settings. Or you can set the system time manu-
ally.

Caution

- The default system access information for the Security Router is included in this
document. Unauthorized individuals can use this access data to gain access to the
Router's web browser and cause damage. Be sure to change these system default
access settings.

- Some services may be blocked by a firewall. You may need to deactivate the fire-

wall. By deactivating the firewall, the PC is no longer protected against viruses or
other attacks. Only deactivate the firewall when your PC is sufficiently protected by
other measures.

- A single port can only properly execute one service. If multiple services are as-
signed to a port, the port can no longer execute any service. Be sure to assign only
one service to any port.

- The IP protocol reserves certain IP address ranges for special purposes (such as
multicasting). Do not assign IP addresses in the range from 127.0.0.0 7
0 127.255.255.255 or 224.0.0.0 i 255.255.255.255.

- This device is intended for use in applications as described in the operating in-
structions only. Using this device in non-approved applications will lead immedi-
ately to the expiration of all guarantee and warranty claims on the part of the oper-
ator against the manufacturer.
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1.4 Mounting the device

Caution

- This device is designed only for an operating voltage range from +7 to 36 VDC.
Do not use a higher voltage; this could destroy the Router and other devices.

- Connecting plugs should never be connected or disconnected from electrical de-

vices if they are carrying a live load. Be sure to first disconnect all poles of the
plug. Remember to disconnect all plugs from the Router before it is installed or re-
moved.

- Electrical devices should not be installed or removed during operations. Never in-
stall or remove the Router while it is running.

Caution

- It is important to provide sufficient clearance between devices which cause strong
electromagnetic interference (such as frequency converters, transformers or motor
regulators). The clearance gap between such devices and the Router should be as
wide as possible. The Router can be further shielded by using a mu-metal partition.

- The Router is designed to be mounted on a top-hat rail that is compliant with the
EN 50022 standard. This Router will not have a secure mount if any other type of
rail is used. Use a top-hat rail that complies with the EN 50022 standard. Be sure to
observe the mounting information provided by the manufacturer.

Note

ing devices from the top and bottom. This will ensure that the Router is sufficiently
ventilated.

- The top-hat rail should be in a horizontal position along the vertical rear wall of the
electrical cabinet. This ensures that the Router can be adequately ventilated from
below to above.

- A minimum of 2-inch (5 cm) gap should be kept between the Router and neighbor-

DIN-rail mounting:

Insert the top of the DIN-rail clip behind the upper edge of the DIN-
rail (1). Then open the latch (2) at bottom of the device by using a

flat-bladed screwdriver and fix the device on the DIN-rail by gently
pressing on the bottom.

To remove the Router from the DIN-Rail, simply reverse the steps
as described above.
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1.5 Technical data

Operation mode

1 2-Port-Variants: IPv4-Routing between the interfaces (LAN port / WAN
port / optional 4G modem).

IP-Router I 6-Port-Variants: IPv4-Routing between LAN ports (group), WAN ports
(group) and 4G modem (optional). LAN-Ports 1..4 and WAN-Ports 1..2
behave each as an unmanaged switch.

9 Static or dynamic routing according to RIPv2 or OSPF protocol.
1 Each RJ45 port can be configured individually as an IPv4 network.
1 IPv4-Routing between all available RJ45 ports (LAN 1..4, WAN 1..2)

IP-Router (extended)* and 4G modem (optional).

1 A maximum of 6 individual subnets (using LAN/WAN ports) can be
configured.
9 Static or dynamic routing according to RIPv2 or OSPF protocol.
Transparent Bridge f Running as 2/6-Port-Switch with additional Layer-2 (MAC) or Layer-3
(IP-based) filter.
1 DHCP, Server / DHCP, Relay
Network Services T DNS-Relay
1 NTP-Client
1 DynDNS (DHCP-Client according to RFC 2136)
1 IPv4 Stateful inspection Firewall
1 NAT-Masquerading, 1:1 NAT, Port forwarding
1 Layer-2/3-Filter (VLAN ID, VLAN QoS Tag, MAC address based,

Firewall Ethertype Frame)

1 "Auto-Learning"-function (SecureNow) to create new packet filter rules
(Analysis of the network traffic).
1 Layer 2/3 packet prioritization (Ethernet Frame, IP Header, VLAN

Tag)

* available for IE-SR-6GT-LAN and IE-SR-6GT-LTE/4G only

VPN (not available for model IE-SR-2GT-LAN-FN)

OpenVPN

Configurable as OpenVPN server or client (Layer 2 and Layer 3)
Authentication with X.509 Certificates

Tunnel support via HTTP-Proxy

A maximum of 10 different server configurations

Unlimited number of client connections in server mode

IPsec

E R N N

==

Can be configured as an IPsec server or client.

Authentication with PSK (user ID, password) or X.509 certificates.
Hardware encryption for faster data flow rate.

A maximum of 64 simultaneous connections (subnet with subnet or as
IPsec server)

Encryption algorithms DES-56, 3DES-168, AES 128, AES 192, AES-
256

u-link

=4 =8 =8 -8 -8 -1

Based on certificate-secured OpenVPN technology

To be used with the Weidmiuller Remote Access Service
Simplifies VPN connections and management

Fast and easy connections

Free of charge

Visit https://u-link.weidmueller.com for further information.
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https://u-link.weidmueller.com/

Configuration

Management

E R

Configuration with web interface (HTTP/HTTPS)

Web interface selectable in English or German language
Configuration support through wizard

Configuration support through detailed help information (tooltip)
Configurable Multi-user access with definable rights

Support for SNMP v1/v3/v3

Event log / syslog

Other features

Modbus/TCP (Slave

The integrated Modbus/TCP Slave provides control functions sent by a
Modbus/TCP master. Following functions are imaged in the registers:

mode) f Cut & Alarm: Get status / Set acknowledgment
9 IPsec /OpenVPN/u-link: Switch configured VPN connections on or off *
Diagnosis T A Re mot e GCtegiuredfor refivork diagnostics via a connected PC
(Wireshark)
Monitoring I Client monitoring via ICMP protocol (ping request) with alarm function

in case of an error

* not available for model IE-SR-2GT-LAN-FN

Interfaces
RJ45-Ports f 2 x10/100/1000BaseT(X)*!
f 6 x 10/100/1000BaseT(X)*?
USB-Port 1 Useable for automatic configuration restore from backup file (*.cf2) or
firmware upgrade via USB stick at boot process
RS 232*2

Interface for COM-port server function

SCM card reader

Save and restore the configuration using a smart card (SIM card with-
out mobile provider data, only the storage capacity of the chip will be
used)

SIM card slot*3

Insert SIM card for mobile communication

LED displays

=

Signaling the status for power, device status, Cut, Alarm, active VPN
connection** and an active cellular connection*3

Digital Outputs 1 "Alarm" -> Indicates a configurable network status or error (24V out)

1 "VPN-active" -> Indicates an active VPN connection (24 V out)**
Digital Inputs i "Cut" -> Disconnects physically (link down) the WAN port (24 V In)

1 "VPN-initiate" -> Enables a pre-configured VPN connection (24 V In)*
Reset-Button f Restore to the factory settings

*1 |E-SR-2GT-LAN, IE-SR-2GT-LTE/4G, -M Models and IE-SR-2GT-LAN-FN
*2 |E-SR-6GT-LAN and IE-SR-6GT-LTE/AG

*3 for LTE/4G models only

*4 not available for model IE-SR-2GT-LAN-FN

Power

Input Voltage

1* 24 VVDC (7 to 36 Volt) Use a power supply according to NEC Class 2
for use according to UL certification

Current consumption

= =4

Max. 600 mA @ 24 VDC (2-Port models)
Max. 800 mA @ 24 VDC (6-Port models)

Version 2.05 / May 2022
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Technical data (housing)

Housing

1 Metal, protection IP20

Mounting

 TS35 (DIN rail)

140

170

I

Figure 1: Dimensional drawings (cm) of 2-Port models

136

Figure 2: Dimensional drawings (cm) of 6-Port models

Version 2.05 / May 2022
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Environmental conditions

Operating Temperature

-20°C to +70°C

Storage Temperature

-20°C to + 85°C

Ambient Humidity

5 to 90% non-condensing

DSL and 4G/LTE

91 DSL Internet access by connecting to an external DSL modem via LAN
DSL or WAN port
Free configuration of the PPPoE login
DynDNS Support for automatic DNS registration (DynDNS.org)
9 Built-in 4G/LTE modem with 300 Mbps peak downlink and 50 Mbps
LTE/AG* peak uplink
FCC, CE, FCC, IC, NCC, PTCRB, Bell, AT&T
Standards* LTE: 3GPP Release 11

UMTS: 3GPP Releases 9

Frequency bands US,
EMEA and Australia*

= (=4 =4 (=4

]

LTE: B1, B2, B3, B4, B5, B7, B12, B13, B20, B25, B26, B29, B30,
B41reduced data rates
UMTS: B1, B2, B3, B4, B5, B8

Transmit power*

LTE Bands 1, 2, 3, 4, 5, 8, 13, 17, 20, 25, 26: +23 dBm + 1 dB
LTE Bands 7, 30, 41: +22 dBm = 1 dB

Antennas*

Weidmiiller 3£

! UMTSBands1,2,3,4,5,8:+23dBm+ 1dB
Antenna gain and frequencies: 22 -4
1 0dBi @ 790-960 MHz I
1 1dBi @ 1710-2170 MHz /—\ 7
1 3dBi @ 2500-2700 MHz il
1 Polarisation: linear l
—_—— I
o 1
®13
I 04
\1/

SMA Plug 513!

* Only models IE-SR-2GT-LTE/4G, |IE-SR-6GT-LTE/4G and |IE-SR-2GT-LTE/4G-M

Approvals

Safety 9 cULus (UL508)
1 FCC Part 15 Class A,

EMC 1 ENG61000-6-2 Immunity for industrial environments
1

EN61000-6-4 Emission Standard for industrial environments

Version 2.05 / May 2022
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1 IEC 60945, DNVGL sec. 5/14/15 electrical discharge, fast transients
(burst), conducted radio/audio frequency, electromagnetic fields, volt-
age drops and fluctuations, compass safe distance*

Shock 9 DIN EN 60068-2-27
1 IEC 60945, DNVGL-CG-0339*
i i DIN EN 60068-2-6
Vibration 1

1 IEC 60945, DNVGL-CG-0339*
* Only models IE-SR-2GT-LAN-M and IE-SR-2GT-LTE/4G-M

Warranty
Period 3 years

Order Information

Model name Order number
2-Port LAN/WAN Router with VPN features IE-SR-2GT-LAN 1345270000
2-Port LAN/WAN Router without VPN features IE-SR-2GT-LAN-FN 1489940000
2-Port LAN / WAN Router with VPN features and EU: IE-SR-2GT-LTE/4G-EU 2535930000
additional integrated LTE/4G modem US: IE-SR-2GT-LTE/4G-US 2535780000
6-Port LAN/WAN Router with VPN features IE-SR-6GT-LAN 2535940000
6-Port LAN / WAN Router with VPN features and EU: IE-SR-6GT-LTE/4G-EU 2535960000
additional integrated LTE/4G modem US: IE-SR-6GT-LTE/4G-US 2535950000
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2. Har dwar e fruenlcati eoch a |

2.1 Description of LED status indicators
Description of LED status indicators

T

)

VCE (24 1]

WAN  veRBI @i

Secuiny outer

Off

The device is not powered

Flashing green (1Hz)

Device is turned on; the boot process is running

Flashing Green (5Hz)

Firmware update is processing

Green

Device is turned on and ready to run

Off

The device is not powered or runs a working firm-
ware

Red

Error after boot process or recovering an image

Off

CUT Input is not powered

Red

A Cut event is triggered. LED lights up and the
WAN port is disabled

Off

No Alarm

Red

An Alarm event is triggered

Off

No activated VPN tunnel.

Green

Off

Active VPN tunnel (triggered by external VPN
ke

No active 4G / LTE connection

Flashing yellow (1Hz)

Searching wireless network

Flashing yellow (2Hz)

Log-In declined

Flashing yellow (5Hz)

Firmware update of cellular module

Yellow

Connected to a network provider but no active
data connection (Offline)

Flashing green

Connected to a network provider. Router acti-
vates the connection on data flow (Standby)

Green

Logged in, online

* not available for IE-SR-2GT-LAN-FN

Weidmiiller 3£
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2.2 Interfaces of 2-Port models

il £

HRIRE ]

—
{‘—- d
T _m—

paRe

3 O Ty

Description of device interfaces at top and front side

Connectors for LTE/AG antennas at top side; Connector type: SMA female (Only
model IE-SR-6GT-LTE/4AG)

USB 2.0 connector

4pin conBedt OWANAportfi and ASignal i z¢

- 24 VDC input for Cut signal (Disabling WAN interface) and
- 24 VDC output for signaling an alarm event

4-pinconnector AVPN initiatef and AVPN act.

- 24 VDC input for initiating a predefined VPN tunnel
- 24 VDC output for signaling an active VPN tunnel

1 x RJ45-Connector WAN (10/100/1000BaseTX)

1 x RJ45-Connector LAN (10/100/1000BaseTX)

3-pin connector for 24V DC power supply (Socket connector is included)

2.3 Interfaces of 6-Port models

Security Router

Version 2.05 / May 2022

Description of device interfaces at top and front side

Connectors for LTE/4G antennas at top side; Connector type: SMA female (Only
model IE-SR-6GT-LTE/4AG)

USB 2.0 connector for configuration restore

4pin con@Gedt OVAN ApAS3itdinalnidze Al ar mi)

- 24 VDC input for Cut signal (Disabling WAN interface) and
- 24 VDC output for signaling an alarm event

4-pinconnector AVPN initiated and AVPN acti

- 24 VDC input for initiating a predefined VPN tunnel
- 24 VDC output for signaling an active VPN tunnel

2 x RJ45-Connector WAN (10/100/1000BaseTX)

4 x RJ45-Connector LAN (10/100/1000BaseTX)

3-pin connector for 24V DC power supply (Socket connector is included)

RS232 Interface (Sub-D9) to be used as COM port server

Page 14 / 127
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Description of device interfaces at rear side for 2-Port models

SCM slot / socket

SIM memory card
reader for external
backup and restore of
the Router configura-
tion

4G slot / socket

Slot for mobile SIM
card (only 4G/LTE
models)

SCM slot / socket

SIM memory card
reader for external
backup and restore of
the Router configura-
tion

4G slot / socket

Slot for mobile SIM
card (only 4G/LTE
models)

Version 2.05 / May 2022

Connectors for LTE/4G an-
tenna of type SMA female
(only 4G/LTE models).

2 x SMA connectors, MAIN
and AUX (AUX = Diversity /
MIMO)

External antennas:

EMEA/Australia - Operating
bands - Ant. 1: 7917 960
MHz; 17107 1990 MHz;
2110i 2170 MHz; 2500i
2690 MHz

Americas - Operating bands -
Ant. 1: 7041 960 MHz; 17107
1995 MHz; 21101 2170 MHz

Use coaxial cable with nominal
impedance of 50 ohms.

Connectors for LTE/4G an-
tenna of type SMA female
(only 4G/LTE models).

2 x SMA connectors, MAIN
and AUX (AUX = Diversity /
MIMO)

External antennas:

EMEA/Australia - Operating
bands - Ant. 1: 7917 960
MHz; 17101 1990 MHz;
21107 2170 MHz; 250071
2690 MHz

Americas - Operating bands -
Ant. 1: 7041 960 MHz; 17107
1995 MHz; 21107 2170 MHz

Use coaxial cable with nominal
impedance of 50 ohms.

Page 15/127
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2.3 Pin assignments

Pin assignment of power supply connector
Note: Allowed input voltage range from 7 to 36 VDC (24 VDC typical)

SIGNAL NAME 1 2 3

1 24V DC
2 GND A A A
= == adlndlh g

Pin assignment of RJ45 Ethernet ports (LAN and WAN)

) SIGNAL NAME (MDI)
Pin number
10/100Base T(x) 1000Base T

1 TX + BI_DA+
2 TX - BI_DA- 1 8
3 RX + BI_DB+

4 NC BI_DC+

5 NC BI_DC-

6 RX - Bl_DB-

7 NC Bl_DD+-

8 NC BI_DD-

Pin assignment of 4-pin connector for AVP N i nantdi aAtVePiN

1234

2 L
3 VPN active (24 V Out) [ "l
4

SIGNAL NAME

1 24V DC (VCCQC)
Initiate VPN (24 V In)

GND

Pin assignmentof4pi n connector for ACut

1 24V DC (VCC) 1234

2 Cut (Disabling WAN-Port, 24 V In) A
3 Signalize Alarm (24 V Out) @@
4

o
GND o o

Pin assignment of USB 2.0 connector

Weidmiiller 3£

~

activen

WAN portin an

The USB interface is intended for connecting peripheral devices (USB 2.0). The connector is without function

in the current firmware version, but is optional for future planned applications.

1 vDC
2 D -
3 D+
4 GND

Version 2.05 / May 2022
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Pin assignment of Smartcard Reader (ISO 7816 Standard)
The integrated SIM card reader is intended for saving and restoring the configuration data.

o N o 0o b~ WDN P

-RESET

‘ n/c

VCC 5 Volt

CLOCK

GND
n/c
/0
n/c

Pin assignment serial interface COM (RS232)*

The serial interface is used for digital data transmission. The RS232 interface can be connected by using a
commercially available 9-pin SUB-D cable.

© 00 N O g A~ W DN PP

DCD

RxD

TxD 1 5
DTR 000

GND @é £l 5@
DSR

RTS

CTS

RI

* 6-Port models only
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3.1 n

3.1 Configu

| t i aulp Gekttatritng St arted

ration of the Router by using an Internet browser

The configuration of the device can be done either via LAN or WAN RJ45 ports.

Connect the unit to a 24V DC (3-pin plug) power source. The corresponding plug is included.

During the initial boot phase, the PWR LED is flashing. The Router is ready when the PWR LED is lit con-
stantly (after about 30 seconds).

Connect the Router to the Ethernet interface of a configuration PC using a RJ45 network cable.

It is possible to use a standard Ethernet patch cable or a crossed network cable. By default, both Ethernet

ports are configured with autonegotiation.

The configuration and control of the Router is to done via the integrated Web server. Any common Internet

browser can be used.
When delivered, the Web interface of the Router can be accessed from both LAN and WAN port.

To access the Web interface of the Router the IP address of the connected PC must be in the same logical

network (IP address range) as the Router.

Factory defau

It IP addresses and net masks:

LAN ports:
WAN ports at
WAN ports at

3.2 Starting

&

192.168.1.110/ 255.255.255.0
2-Port models: 192.168.2.110 / 255.255.255.0
6-Port models: DHCP

the Web interface

Important note

The Rout er 0 spariNesusirg davarseript for parameter settings (e.g. if you
want to apply or deleting a configured Open VPN session).

Please ensure that the Web browser you are using can run Java script. For
Router configuration. You do NOT need to install Java runtime software (for exe-
cutable Java applets) because only Java script will be used. Standard Web
browsers by default can run Java script code.

I f some AApplyodo buttons are not wofyduarag
using Internet Explorer 10 please verify that you are using Bowser Mode IE10 to en-
sure that Java script is running properly. To validate the browser mode press key F12
and activate T if not set T mode Internet Explorer 10 as shown in the screenshot below.

1. Starty

our Web browser and enter the IP address of the connected Rout er port into

address line. (i.e. when connected to a LAN-Port 192.168.1.110)

{~ Blank Page -

Windows Internet Explorer

i

|g 192.168.1.110] V| 2| X

File Edit Wiew

ur Favorites

Favorites Tools Help

@ Blank Page ,"l\r T

Version 2.05 / May 2022 Page 18 /127
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2. Now the login prompt of the Router should appear for input User name and Password.

Default values (factory settings) for Login:

User name:
Password:

admin
Detmold

Authentication required

http://192.168.1.110
Your connection to this site is not private

Username

Password

Log in Cancel

Confirm your input by pressing the Log in button.

Now the Router homepage is displayed. This page corresponds to the menu item "Diagnostics A
System State." On this page the most important configuration and status information are summa-

rized.
Weidmiiller Router Configuration Weidmiiller 3£
IE-SR-6GT-LAN G
IE-SR-6GT-LAN
~ Diagnostics System data System state
System State System name: |E-SR-6GT-LAN-AX02243509 Date & Time: Friday, 19 Jan 2018, 14:05 (Europe/Beriin)
Eventiog Device type: |IE-SR-6GT-LAN Uptime: 14:05:19 up 1 min, load average: 0.84, 0.24, 0.08
WAN Serial-No.: AX02243509 u-link certificate:
LAN Firmware version: 3.2.1 (Build 79368) OpenVPN sessions: Masters: active 0, listening 0. Clients: 0
Ping test MAC-Address WAN: 00:15:7E:FE:23:1A IPsec tunnels: 0
Rl capins MAC-Address LAN: 00:15:7E:FE:23:19
> Device mode: IP router System usage
Configuration Flash: 8%
® system Memory 35%
¥ Information CPU: 48%
Userzemin@ | Network statistic
Interface: WAN-1 v | Interface state
AN e cone oo Interface State  IPINetwork mask 1P Assignment DHCP Server
i WAN enabled 192.168.99.25 / DHCP disabled
e i 255.255.255.0
WAN-1 Transmit . LAN  enabled 192.168.1.110 / 255.255.255 0 static disabled
e y —
= ulink  inactive - OpenVPN 5
i

Latest five messages
Eventlog

Jan 19 14:05:06 IE-SR-6GT-LAN-AX02243509 system: IE-SR-6GT-LAN 3.2.1 SVN-R22648 B-79368, system ready!
Jan 19 14:04:52 |E-SR-6GT-LAN-AX02243509 dnhcp_server: Starting dnsmasq

Jan 19 14:04:50 IE-SR-6GT-LAN-AX022435009 statusd: Inserted card cannot be read!

Jan 19 14:04:43 |E-SR-6GT-LAN-AX02243509 system: cache mtu 1500 advmss 1460 hoplimit 64

Jan 19 14:04:43 IE-SR-6GT-LAN-AX02243509 system: 192.168.99.1 dev WAN src 192.168.99.25
Quicklinks: SecureNow!

Login page (System State) of
model IE-SR-6GT-LAN

Reload N

If the login prompt does not appear, please check the network LED's, if the devices are
connected to the network correctly. If problems still persist, please check the proxy and
firewall settings of the local PC

Version 2.05 / May 2022
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3.3 Default factory settings of the Router:

&

Some fields are linked with a hyperlink to jump directly into the corresponding menu item.

Weidmiiller 3£

Language

English

Operation Mode

IP Router

IP address LAN Port(s)

192.168.1.110 (static value)

Subnet Mask

255.255.255.0

NAT (Masquerading) on LAN Port

Not activated

IP address WAN Port

2-Port variants: 192.168.2.110 (static value)
6-Port variants: DHCP

Subnet Mask

255.255.255.0

NAT (Masquerading) on WAN Port

Not activated

Default gateway

No entry

DNS

Not activated

Firewall (Packet filter)

By default, data traffic in both directions between LAN and WAN is
allowed on Layer 2 and Layer 3. For that the packet filter contains
two default rules, called "Allow_L2" and "Allow_L3" (allow traffic at
Layer 2 and 3) which allows as "white lists" all network traffic.

and IE-SR-6GT-LTE/4G only)

IP routing No static routes, Dynamic routing disabled (OSPF, RIP)
SNMP / DHCP / DNS Disabled
VPN (not for IE-SR-2GT-LAN-FN) Disabled
Data prioritization Disabled
4G Modem (for IE-SR-6GT-LTE/4G Disabled

3.4 Reset to factory default settings by external push button

By pressing the push button "Factory Default" the security Router can be reset at any time and regardless of
the configuration to the default settings (factory settings).

How to set the factory settings:

1. Power off the Router.

2. Press the button
3. Power on the
4 . Rel ease button

Rout er

AFactory Defaultidi and keep

and keeping

AFactory Def aul-10 sevohds after pawerer).

5. Wait until Power LED is glowing constantly green.

A Now the Router is ready to run with factory default settings.

Version 2.05 / May 2022
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3.5 Using the Weidmiller Router-Search-Utility

The software tool Weidmdller Router-Search-Utility can be used to find Weidmdiller Routers and detect their

I P addresses within a switched network. This software
of a Router. This can e.g. happen in cases that you have forgotten the current IP configuration, or you have

lost the Router access in case of configuring an unintended IP address.

The main features of the software are

U Detecting a Router and displaying the parameters |P_address, Subnet mask and MAC address. If the
PC and the Router are in the same network range then additionally the values of parameters Device
name, Location and Firmware version are displayed.

U Change the IP address of a detected Router
i Open the web interface of a detected Router

You may download the Weidmiiller Router-Search-Utility from the Weidmuller web site using the following
path:

Open www.weidmueller.com/IE
Selectsectonfl ndustr i aA Abtf i ewar eetof

1
2
3. Sel ect chaditienglGoftwarefi{Configuration utilities, Driversand MIB-f i | es ) A
4. Download from section Industrial Security Router (Firmware and Software)

Weidmiiller <_

Utility to detect Weidmiiller Routers connected to PC's selected network interface. Version 2.04 / Build 270813
Search Router | | Change IP address
IP address Subnet mask MAC address Serial number System name Location Firmware
192.168.99.25 2552552550  00157EFE231A AX02243509 |E-SR-6GT-LAN
192.168.99.40  255.255.255.0  00157EFE231E AX02244580 |E-SR-6GT-LTE 3.21
192.168.99.56  255.255.255.0  00157EFEOD69 AX01710960 IE-SR-2GT-LAN1 321
192.168.99.92  255.255.255.0  00157EFE00C6 AX00759138 |E-SR-2GT-UMTS 3.21
192.168.99.98  255.255.255.0  00157EFE004F AX00730637 Router-Dashboard-Test 312

Selected PC’s network interface:

ILocaI Area Connection: 192.168.99.97 / 255.255.255.0 (Network adapter ‘Intel(R) 82577LM Gigabit Network Connection’ V| Network
Interfaces

e |

Alternatively, you can download this software from this web page:
1. Open www.weidmueller.com
2. Select Service A Online support and downloads A Product software A Industrial Ethernet
3. Download from section Industrial Security Router (Firmware and Software)
Alternatively, you can download this software from the online catalog:
1. Open www.catalog.weidmueller.com
2. Search for the article number or product name
3. When the product is selected, find the filesin sectionfi Downl oads 0
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3.6 Basic description of Router& configuration interface (menu items)
The menu structure of the web Interface is divided into 4 main sections:

Section Diagnostics

1 Displays system status data

Display of logging information

=

Displays current interface parameters (LAN/WAN/4G)

=

Feature for testing the data communication between the Router and other Ethernet devices (Ping
test)

Section Confiquration

1 Setting of operation mode (IP Router, IP Router (extended) or Transparent Bridge) and basic net-

work parameters (IP addresses, Default gateway)

f Setting of firewall rules (Packet filter and an additional auto learning feature called A S e ¢ u rlfe Nto av

assist the creation of packet filtering rules)

1 Configuration of general system data (name, location, contact person, date / time, language inter-

face, etc.)
Certificate Management for VPN connections (not available for model IE-SR-2GT-LAN-FN)
User administration (assignment of rights)

IP-Routing (static, dynamic) and IP address management (Masquerading, 1:1 NAT, Port forwarding)

= =4 =4 =2

Configuration of u-link Remote Access Service / OpenVPN / IPsec connections (not available for
model IE-SR-2GT-LAN-FN)

1 Configuration of general network services (e.g. DHCP, DBS, SNMP)
1 Prioritization of network traffic (Layer-2 and Layer-3 level)

Section system

1 Backup and restore of device configuration
1 Update firmware, Reboot

Section Information

1 Display of technical data and hardware information (e.g. serial number and MAC address)
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4. Web Conf i

4.1 Section Diagnostics
4.1.1 Diagnostics A System State

Weidmiiller Router Configuration

gur at i

Weidmiiller 3£

Weidmiiller 3¢
IE-SR-6GT-LAN elamuner
IE-SR-6GT-LAN
~ Diagnostics System data System state
System State System name: |E-SR-6GT-LAN-AX02243509 Date & Time: Friday, 19 Jan 2018, 14:05 (Europe/Berlin)
Eventiog Device type: IE-SR-6GT-LAN Uptime: 14:05:19 up 1 min, load average: 0.84, 0.24, 0.08
WAN Serial-No.- AX02243509 u-link certificate:
LAN Firmware version: 3.2.1 (Build 79368) OpenVPN sessions: Masters: active 0, listening 0, Clients: 0
Ping test MAC-Address WAN: 00:15:7E:FE:23:1A IPsec tunnels: 0
Remote capture MAC-Address LAN: 00:15:7E:FE23:19
5 Device mode: IP router System usage
Configuration Flash: 8%
> system Memory: 35%
b Information CPU: 48%
Userzamin@ | Network statistic
'"'ev'zxi: m—_— WAN: v — Interface state
geone ooy Interface State  IP/Network mask IP Assignment DHCP Server
e WAN  enabled 192.168.99.25 / DHCP disabled
s L 255.255.255.0
WAN-1 Transmit o LAN  enabled 192.168.1.110 / 255.255.255.0 static disabled
0amis :
= u-link inactive - OpenVPN
- i
Latest five messages
Eventlog
Jan 19 14:05:06 IE-SR-6GT-LAN-AX02243509 system: IE-SR-6GT-LAN 3.2.1 SVN-R22648 B-79368, system ready!
Jan 19 14:04:52 |E-SR-6GT-LAN-AX02243509 dncp_server: Starting dnsmasq
Jan 19 14:04:50 IE-SR-6GT-LAN-AX02243509 statusd: Inserted card cannot be read!
Jan 19 14:04:43 |E-SR-6GT-LAN-AX02243509 system: cache mtu 1500 advmss 1460 hoplimit 64
Jan 19 14:04:43 |E-SR-6GT-LAN-AX02243509 system: 192.168.99.1 dev WAN src 192.168.99.25
Quicklinks: SecureNow! Reload
Menu Diagnostics A System State
Function | Startup screen of the web interface after login. Displays current configuration and status
data.
System name Name of the device, -dB8énmiuadt Rg
Device type Article Name
Serial No. Unique Number of this product

Firmware version

Actual used Firmware and Build

MAC-Address WAN

Registered MAC-address of the WAN-Ports

MAC-Address LAN

Registered MAC-address of the LAN-Ports

Device mode Displays actual device mode
Network statistics Displays current network traffic on selected interface
Date & Time Date and time of the router

Uptime (see screenshot)

Actual time (14:05:19) followed by Time the router is running
continuously (1 min) followed by average system usage in order
CPU (0,84), Memory (0,24) and Flash (0,08), whereby 1 is 100
%

u-link certificate

Shows the u-link registration code of the router, if used

OpenVPN sessions

Number of master, clients or listening channels

IPsec tunnels

Number of IPsec tunnels

System usage

Actual usage of Flash, Memory and CPU

Interface state

Overview of all interfaces, providing:

State (enabled, disabled, active, inactive)

IP address and Subnet mask (XXX.XXX.XXX.XXX [ YYY.YYY.YYY.Yyy)
IP assignment (static or DHCP)

DHCP server (disabled or enabled)

Latest 5 messages

Latest messages of the Event Log
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Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller 3£

4.1.2 Diagnostics A Event Log (Tab State)

Weidmiiller <<

|IE-SR-6GT-LAN

~ Diagnostics

system: IE-SR-6GT-LAN 3.2.1 SVN-R22648.B-79368, system ready!

statusd: Inserted card cannot be read!
cache mtu 1580 advmss 1460 hoplimit 64
system: 192.168.99.1 dev WAN src 192.168.99.25

System State
Eventlog

Eventlog

WAN Jan 19 14:05:06 IE-SR-6GT-LAN-AX02243509

LAN Jan 19 14:04:52 IE-SR-6GT-LAN-AX@2243509 dhcp_server: Starting dnsmasq
Jan 19 14:04:50 IE-SR-6GT-LAN-AX02243509

Ping test Jan 19 14:04:43 IE-SR-6GT-LAN-AX02243509 system:
Jan 19 14:04:43 IE-SR-6GT-LAN-AX02243509

Remote capture

P Configuration
b System

b Information

User: a6min[3

Jan 19 14:04:43 IE-SR-6GT-LAN-AX02243509 system: running /etc/init.d/S4lrouting

Jan 19 14:04:42 IE-SR-6GT-LAN-AX02243509 dhclient: bound to 192.168.99.25 -- renewal in 423911 seconds.

Jan 19 14:04:41 IE-SR-6GT-LAN-AX02243509 dhcp_server: Starting dnsmasq

Jan 19 14:04:41 IE-SR-6GT-LAN-AX02243509 dhcp_server: Stopping dnsmasq

Jan 19 14:04:40 IE-SR-6GT-LAN-AX02243509 dhclient: dnsmasq not running. Restarting...

Jan 19 14:04:40 IE-SR-6GT-LAN-AX02243509 dhclient: DHCPACK from 192.168.99.1

Jan 19 14:04:40 IE-SR-6GT-LAN-AX02243509 dhclient: DHCPREQUEST on WAN to 255.255.255.255 port 67

Jan 19 14:04:40 IE-SR-6GT-LAN-AX@2243509 dhclient: DHCPOFFER from 192.168.99.1

Jan 19 14:04:40 IE-SR-6GT-LAN-AX02243509 dhclient: DHCPDISCOVER on WAN to 255.255.255.255 port 67 interval 11
Jan 19 14:04:34 IE-SR-6GT-LAN-AX02243509 dhclient: DHCPDISCOVER on WAN to 255.255.255.255 port 67 interval 6

BB

Menu

Diagnostics A Event Log A Tab State

Function

Display events and error messages that have occurred in chronological order.
Message syntax: <Month> <Day> <hh:mm:ss> <System name> <Service>: Message

4.1.3 Diagnostics A Event Log (Tab Configuration)

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller %<

|IE-SR-6GT-LAN
~ Diagnostics

System State

State Conﬁguration

s Eventlog
A Enable remote syslog: 0o
LAN
Ping test Address of syslog server: lm f,,’,'g,:",,'l‘;’;h'{f:s esive
Remote capture UDP port of syslog server: 514
b Configuration
Enable syslog to e-mail: a
b System
E-mail server: |example-emailserver.intranet
b Information
E-mail address: |admin@examp|ejntranet
Line threshold: EO
User: admin [
Apply settings Reset changes
Menu Diagnostics A Event Log A Tab Configuration
Function | Event and error messages can be sent to a syslog server (PC on the network) or sent as

emails.

Enable remote syslog Write log messages to a remote machine

Address of syslog server Local syslog server address

UDP port of syslog server 514 standard port

Enable syslog to e-mail Send syslog files to an e-mail address

E-mail server Local syslog-server address

E-mail address E-mail address of the syslog-receiver

Line threshold Amount of code lines in an email
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4.1.4 Diagnostics A WAN

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller 3£

Weidmiiller 3<

|IE-SR-6GT-LAN

¥ Diagnostics

s

System State
WAN-1
Eventlog
L MAC-Address: 00:15:7E:FE:23:1A
LAN
Ping test Link: yes
Remote capture Speed: 100Mb/s
Duplex: Full
b Configuration
b System Received bytes: 2323638
P Information Received packets: 9926
Received dropped packets: 0
Received overrun packets: 0
User: semin @ Transmitted bytes: 1557482
Transmitted packets: 2711
Transmitted dropped packets: 0
Transmitted overrun packets: 0
Collisions: 0
Reload
Menu Diagnostics A WAN

Function | Displays the current status of the WAN ports

Diagnose the WAN-port. At the 6-Port routers in extended router mode you can choose the
WAN interface via the tabs (WAN-1 and WAN-2) at the top of the web interface.

4.1.5 Diagnostics A LAN

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller %<

|IE-SR-6GT-LAN LAN-3 LAN-4
~ Diagnostics
System State
LAN-1
Eventlog
WAH MAC-Address:
LAN
Ping test Link: no
Remote capture Speed: 10Mb/s
Duplex: Half
b Configuration
b system Received bytes: 0
» Information Received packets: 0
Received dropped packets: 0
Received overrun packets: 0
User: aomin @ Transmitted bytes: 0
Transmitted packets: 0
Transmitted dropped packets: 0
Transmitted overrun packets: 0
Collisions: 0
Reload
Menu Diagnostics A LAN

Function | Displays the current status of the LAN ports.

Diagnose the LAN-port. At the 6-Port routers in extended router mode you can choose the
WAN interface via the tabs (LAN-1 to LAN-4) at the top of the web interface.
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4.1.6 Diagnostics A 4G

(€)= ¢ @

Weidmdller Router Configuration

Weidmiiller 3£

|® £ 192.168.9.54/priv/priv.phplid=UMTSSTATUS#]

@ 1Y v ino e

|[E-SR-6GT-LTE/4G

Weidmiiller %<

|[E-SR-6GT-LTEMG

= Diagnostics

System State

Eventlog 4G state
WAN : ]
Modem Vendor: Sierra Wireless, Incorporated
LAN Model: MC7304
AG Revision: SWI9X15C_05.05.16.02 r21040 carmd-fwbuildl 2014/03/17 23:49:48
Ping test IMEI 5V 11
Firmware version: 05.05.16.02
Remote capture Config version: GEMEU-4G_005.006_001
<~ Configuration Carrier name: GENEU-4G
IP configuration State: online
SecureMNow!
Packetfilter Registration state: Registered to home network @
Active network provider:
Cut & Alarm Signal strength: -t"ﬁ dBm
b General settings signal quality: il -10 dB (RSRQ) B
b Access control Network mode: LTE
Maobile Country Code (MCC): 262
b Metwork ) ¥ (Mcc)
Maobile Network Code (MNC): 3
b VPN Tacking Area Code (TAC): 14570
b Senices Band: B3
b Prioritization Cell ID: 11157273
Roaming: off
= System Mobile modem temperature: 34 °C
bil d p
Mobile modem voltage: 3309 mv

Backup settings

Software update

Local IP:

10.40.45.181/30

Factory defaults
Save Received bytes: 664
Received packets: 2
Repoot Received dropped packets: 0
= Information Received overrun packets: 0
G | Transmitted bytes: 684
Enera Transmitted packets: 2
Sitemap Transmitted dropped packets: 0
Transmitted overrun packets: 0
User: admin [3
Reload Reconnect Network Scan
Menu Diagnostics A 4G
Function | Displays the current status of the 4G mobile connection.

Menu available for IE-SR-2GT-LTE/4G and IE-SR-6GT-LTE/4G only.

Reload Refreshes the page with actual values

(Re)Connect (Re)establishes the 4G connection.

Network Scan Performs a scan of networks available
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Network Scan

A network scan shows available networks. It can be used to determine a fitting network for the place of in-

stallation.

Network Scan

take a time between 1 to 2 minutes.

Mote: When starting a network scan an established connection will be interrupted during
the scan and automatically re-connected after the scan. A network scan typically will

Scan Close
Klick AScano:
Network Scan

take a time between 1 to 2 minutes.

' & Scanning Close

Mote: When starting a network scan an established connection will be interrupted during
the scan and automatically re-connected after the scan. A network scan typically will

Scan result:

Network Scan

(e.g. TDG = Deutsche Telekom).

Mcc MNC Network provider

262 1 TDG

262 1 TDG

262 1 TDG

262 2 Vodafone
262 2 odafone
262 2 Viodafone
262 3 E-Plus
262 3 E-Plus
262 3 E-Plus

Scan Close

Note: The shown data is provided by the mobile network. Therefore some network providers will be displayed with their short name

Network mode

GSM

LTE

UMTS

GSM

LTE

UMTS

GSM

LTE

UMTS

Status Network mode

available, roaming, forbidden, not_preferred
available, roaming, forbidden, not_preferred
available, roaming, forbidden, not_preferred
available, roaming, forbidden, not_preferred
available, roaming, forbidden, not_preferred
available, roaming, forbidden, not_preferred
available, home, not_forbidden, preferred
available, home, not_forbidden, preferred

available, home, not_forbidden, preferred

The result of the network scan is a table with all Networks including information about:

Mobile Country Code MCC

County of network provider

Mobile Network Code MNC

Network provider Code

Network Provider

Name or short Name of Provider

Network Mode

Network mode provided 2G GSM, 3G UMTS or 4G LTE

Status Availability | Not available networks will not be displayed (e.g. locking to
Frequency Bands enabled)
Roaming Shows home (provider) network and roaming network
Forbidden SIM card has the right to log in into the network
Preferred Network that will be selected by the router when signal is

good enough
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4.1.7 Diagnostics A Ping test

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller %C

IE-SR-6GT-LAN
pbutis [OR—
System State
Eventiog g e
WAN
T 1P address or hostname: [8.8.6.8 (6]
Ping test Number of ping messages: F
Remote capture
Ve Apply settings Roset changes
¥ System
¥ Information
Menu Diagnostics A Ping test

Function | Allows sending of ICMP packets (ping) to test network connections between the Router and
other Ethernet devices.

To test internet connection, to use u-link Remote Access Service for example, try to ping a
well-known internet IP address like 8.8.8.8, the DNS server of google. To test if your DNS-
server is working use a hostname such as www.google.com

Example of result of a ping test:

Weidmiiller Router Configuration

idmiiller 3C
eiamuiier =>c
IE-SR-6GT-LAN
|IE-SR-6GT-LAN Result
b Diagnostics
P Configuration PING 8.8.8.8 (8.8.8.8): 56 data bytes
b system 64 bytes from 8.8.8.8: seq=0 ttl=58 time=25.628 ms

64 bytes from 8.8.8.8: seq=1 ttl=58 time=24.694 ms
b Information 64 bytes from 8.8.8.8: seq=2 ttl=58 time=24.919 ms

64 bytes from 8.8.8.8: seq=3 ttl=58 time=24.716 ms

User: admin @ --- 8.8.8.8 ping statistics ---
4 packets transmitted, 4 packets received, 0% packet loss
round-trip min/avg/max = 24.694/24.989/25.628 ms
Continue...
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4.1.8 Diagnostics A Remote capture

Weidmiiller Router Configuration = -
IE-éR-SuGT-LANu s Weidmiiller 3¢

|IE-SR-6GT-LAN
~ Diagnostics
System State
Eventlog
WAN
LAN
Ping test
Remote capture
b Configuration
b System
b Information

Remote capture

Enable remote capture server: ¥ @

Client address: @
Enable hub mode on LAN-out: (] @
Verbose logging: BRG]

Apply settings Reset changes

User: zomin B

Menu

Diagnostics A Remote capture

Function

By using the "remote capture" function data packets on both the LAN and the WAN port of
the Router can be recorded for diagnostic purposes. The receiver of the diagnostic data is a
PC/Server which must have installed the tool "Wireshark" listening on Port 2002.

How to use please refer to application note in Appendix A.

Enable remote capture server | Enables the function

Client address IP address of permitted remote capture client (e.g. your
service pc)

Enable hub mode on LAN-port | Puts LAN-out interfaces into hub mode to allow capturing
traffic between the ports. This option is ignored for IP-rout-
ing (extended) or VLAN use.

Verbose logging By default only access violations are logged (wrong client
IP address or second connection attempt). With this op-
tion information about connections and requests are also
logged.

No authentication is possible for remote capture. Therefore, this feature should only
be activated for a limited time during diagnosis.
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4.2 Section Configuration
4.2.1 Configuration A IP Configuration
IP Configuration A Oper ati onal

mode Al P Routero

Weidmiiller Router Configuration

IE-SR-2GT-LTE/4G
|

|E-SR-2GT-LTEMG

P Diagnostics

P fi i 2
e Screenshot shows factory default operation mode
Operational mode: @ P A
0Ol P Routero.
R -

P General seftings
LS seng | sssianment: — -
e 17 e v @ At factory default at@t Routers do have configureg

Hetwork _
b uen [l Gateway via DHCP IP 192.168.2.110 at WAN port.
. | TP addresS:

P Services ubnet mask: l— -
o o ;asqu';ad-m)- o At factorglefault alFBort Routers do have configureq
bsystem DHCP mode for getting an IP address.

B LAN:
P information

1P assignment: static [« ®

| s At factory default all Roragantslo have configured
ubnet mask: .
NAT (Masquerading): e} static IP 192.163.10 atAN port.
4G:
E;‘_mde: lﬂ.@)@ Section 4G is only available for models with 4G inter-
Erovider APN: @ |face. Atfactory default this interface is disabled (Dial
Username: (6] mode = d|sab|ed)
Password: | @
Fallback for interface: TREG)
Fallback for IP address: @
DNS via 46: 1®
NAT (Masquerading): 1@
Gatewsy via 4G: e Default Gateway has to be set manually if IP address of
:z:j:de::::;:‘r:::'mmmg)_ ; 2 WAN interface will be configured statically. If WAN port
Connect to specific provider/operator: %] | S set to D H C P an d C h ec k b
Mobile Country Code(MCC): 000 ® |activated then the default gateway is not editable.
Mobile Metwork Coda(MNC): 00 @
Manual band selection: %]
2G Eany - G1900 - GB50 < GOOOP - GI0O - G1800
3G Hany B8 B5 B2 Bl
aG [dany . B20 B8 |/B7 /B3 /Bl
Default gateway:
IP address:

Apply settings Reset changes
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Menu

Configuration A IP configuration

Function

This is the main configuration window for setting the operating mode and the network con-
figuration (Assignment of IP data on LAN / WAN ports and optional 4G interface).

Operational mode

Transparent bridge: The device is acting like a layer 2 bridge and is
transparent within a switched network. All Ethernet ports (LAN and

WAN) behave like a common unmanaged Ethernet Switch. Only 1

IP address will be configured for accessing the web interface. This

mode typically will be used for Layer 2 firewall application based on
Ethernet frames (including IP packet control).

IP Router: Supports routing functions (Layer 3) between WAN and
LAN port(s). For 6-port models, the two WAN-Ports and the four
LAN-ports act each as unmanaged switch. The IP address ranges
of WAN and LAN side must not be the same.

IP router (extended)*: Supports flexible routing functions between
WAN and LAN ports. In this mode each port WAN 1 é2 and LAN
1é 4 can be configured as an individual subnet with its own IP ad-
dress range. The IP address ranges must not be the same for the
ports.

LAN / WAN
IP assignment

DHCP v|
static

DHCP + fallback
PPPoE/DHCP

All interfaces can be configured with static or dynamic (DHCP) IP
addresses.

Static: Assign a static IP address and subnet mask to the interface.

DHCP: Request an IP address from a DHCP (Dynamic Host Config-
uration Protocol) server.

DHCP + fallback: First, try to request an IP address by DHCP and if
it fails use the static one.

PPPoE: The IP address will be assigned by the provider.

4G (optional)

Configuration of 4G network connection

Disabled: Do not use 4G modem.

Manual: Dialing can be triggered manually from 4G status
page.
Permanent: The 4G link will be established automatically on sys-
Dialmode tem boot.
Fallback: The 4G link will go online if the monitoring on the given
interface AFallback for i
actively monitor the given IP addresses on the given
interface. After a failure of at least 30 seconds the 4G
link will be established.
PIN The Pin of your SIM-Card.
Provider APN Access point name (APN) of your provider for packet based ser-
vices.
Username needed to authenticate at the APN (Access Point
Username
Name).
Password Password needed to authenticate at the APN (Access Point Name).

Fallback for interface

Selection of the interface (LAN/WAN) for which the 4G interface
shall be used as fallback.

Fallback for IP ad-
dress

Enter IP address which shall be monitored by ICMP pings over the
selected interface for fallback. Monitoring interval: 3 ICMP ping re-
guests each 10 seconds.

DNS via 4G

DNS server settings will be obtained from 4G provider.
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NAT (Masquerading)

Enable network address translation (NAT) on this interface. Any
outgoing traffic, 1itds source a
dress of this interface. NAT is always activated for 4G modem.

Gateway via 4G

If activated as soon as mobile connection is active (Online) it will be
usedast h e R odefadtrgdtevay.

Preferred Network
Mode

Select a network mode which will be used automatically when con-
nection is sufficient.

Home Network only
(no Roaming)

If selected the Router will only connect to the provider Network and
is unable to connect to other networks.

Connect to specific

When Selected, a fixed MCC and MNC can be typed in, so the

provider/operator router will only connect to this provider.

MCC Type in the Mobile Country Code of the respective country. The
code is a 3-digit code. 262 stands for Germany, 000 is auto select

MNC The Mobile Network Code consists of a 2 digit code and identifies

the provider in combination with the MCC. 00 is auto select.

Manual band selec-
tion

Enable or disable specific bands of operation in 2G, 3G and 4G net-
work.

Default gateway

Assign the IP address of the Routers default gateway.

If IP assignment (LAN / WAN or optional 4G interface) is set to
DHCP and if one of the checkboxes i Gat eway vadra DG
way via 4Go0 is enabled then the
set automatically and cannot be edited manually.

* for 6-Port models only
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IP Configuration A Oper ati onal

The extended routing mode is only available for 6-P o r t

mode dl

P Router (Extended)o

Router variants. Each

optional 4G modem) can be configured as individual IP network (Static, DHCP, DHCP + fallback or PPPoE).
When using this mode then generally each router function (Firewall, Forwarding, NAT, etc.) can be applied to
each interface same as it can be done to the standard LAN/WAN ports of a 2-Port Router.

Alternatively to an individual IP configuration of a LAN port each LAN port and port WAN-2 can be set as an
unmanaged switch port assigned to IP address of main port WAN.

< C &8

IE-SREGT-LTEMG

P Diagnostics

© Configuration
P configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings
b Access control
b Network
b VPN
b services
b Prioritization

b system

b information

User: smin 3

Screenshot of 6-Port LTE-Router with operatonmode 61 P Rout er

O Menu | B <IE-SR-6GT-LTE/AG-AXD? X | &5

@ | 192.168.1.110

_"_ Weidmiiller Router Configuration

IE-SR-6GT-LTE/4G

1P configuration

Operational mode:

WAN:

1P assignment:

1P address:

Subnet mask:

NAT (Masquerading):
WAN-2:

WAN switch:
IP assignment
1P address:

Subnet mask:

NAT (Masquerading)
LAN-1:

WAN switch:

IP assignment

1P address:

Subnet mask:

NAT (Masquerading)
LAN-2:

WAN switch:
1P assignment:
1P address:

Subnet mask:

NAT (Masquerading):
LAN-3:

WAN switch:
1P assignment:
1P address:

Subnet mask:

NAT (Masquerading):
LAN-4:

WAN switch:
1P 2ssignment:
1P address:

Subnet mask:

NAT (Masquerading):
46:

Dialmode:

FIN:

Provider APH:

Username:

Password:

DNS via 4G:

NAT (Masquerading):

Gateway via 4G:

Prefered Network Mode:

Home Network only (no Roaming):
Connect to specific provider/operator:
Manual band selection:

Default gateway:
TP address:

Apply settings Reset changes

Version 2.05 / May 2022

Default settingdter changetop er at i on mode (
IP roUTer ST
e s ® |Operation mode 6
[v] Gateway via DHCP
E— |WAN port is configured to use DHCP for getting an IP addr({
0o
NAT (Masqueradirig)abls network address translation (NAT)

® interface. Any outgoing traffic its source address will be replé
@ IP_address of this interface.
Z2zzz WAN? port is configured to act as an unmanaged switch ass

@

0Qe
[saic 1@
192168 1.110
255255 2550
0o
(6]
[sate  [F]@

a
192.168.2.110
255.256.255.0

0o

[SN©]
FEr—cT

192.168.3.110
2552562550

0ne

[SN6]
®
192.168.4 110
2552552550

0o

permanent . @

main port WAN.

LANL1 port is configured with static IP 192.168.1.110 / 24.

If check box WAN switch is enabled then this port is assigne
aged switch portonetwork BfANnterface.

LAN2 port is configured with static IP 1221168.24.

If check box WAN switch is enabled then this port is assigne
aged switch portfonetwork @fANnterface.

LAN3port is configured with static IP 1921168.24.

If check box WAN switch is enabled then this port is assigne|
aged switch portiBbnetwork WfANnterface.

LAN4 port is configured with static IP 1921168.24.

If check box WAN switch is enabled then this port is assigne
aged switch portifonetwork W/ANnterface.

4G configuration is only available for routers with LTE mode
fault the 4G interface is disabled.

Note: If both W#ANrt and 4G interface do have active links yo
decide which interface shall be used to be the standard gate]
boxeS wWiDN DHCP/ 4G6 and 06Gat

Default gateway for outgoing traffic. Configurable if at WAN
checkbox 6Gateway via DHCPO®
static IP.

(extended) 6
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IP Configuration A Oper ati onal

Inoper at i oTmanspaoedt®ridged hetdevice is acting like a layer 2 bridge and is invisible to clients. All

mo d e

ATransparent

Ethernet ports (LAN and WAN) behave like a common unmanaged Ethernet Switch.

bridgeo

Only 1 IP address will be configured for accessing the web interface independent of the Ethernet port to
which the configuration PC is connected.

This mode typically will be used for Layer 2 based firewall applications (checking MAC-based Ethernet
frames including IP based packet control).

O Menu

> C =

[ = IE-SR-6GT-LAN-AX0224- X | 0

@ | 192.168.1.120/priv/priv.php

Weidmiiller Router Configuration

IE-SR-6GT-LAN

IE-3R-HGT-LAN H
©ommonies
< Configuration

IP configuration

SecureNow!

Configuration

1P configuration

o] i mode:

Packet filter
Cut & Alarm
b General seftings

b Access control

1P assit

b Network

b vPN

b Services

b Prioritization
b system

b Information

User: admin [

1P address:

Subnet mask:

NAT (Masquerading):

Default gateway:
1P address:

Apply settings Reset changes

Transparent bridge [+] @

[satic  [-]®@

192168 1110
255.255.255.0

oo

L ]

Screenshot of 6-Port LAN/WAN-Rout er wi t h
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4.2.2 Configuration A SecureNow! (Learning Firewall)

Weidmiiller Router Configuration

IE-SR-6GT-LTE/4G Weidmiiller =<

|IE-SR-6GT-LTE/4G
b Diagnostics

< Configuration

SecureNow!
IP configuration
SecureNow! On this page you can start the
Packet filter automatic network traffic analysis
Click on the clouds to assign
Cut & Alarm P security zones to network areas.
" The meaning of the colors is as
P General settings ;WAN [X] - fallons
b Access control =58 /
green: high security. Example:
P Network production network.
b
P Services Compromise between moderate
o security requirement and
b Prioritization unrestricted data flow. Example:
b system office network.
b Information red: low security. The zone has
no security requirement. Example
Internet
User: s6min 3
Click on a cloud to change security setting.
capture mode: | layer3 v | @
start analysis
Menu Configuration A SecureNow!
s P - . - - "
Function | This is an auxiliary function for "independent learning" firewall rules based on temporary re-

cording of data traffic. Depending on your model and operation mode you can choose the
security levels for each group of interfaces.

IP-Routing mode:

1 LAN is valid for LAN port

1  WAN is valid for WAN port

1 4G is available for cellular router only
IP-Routing mode (extended)*:

1 LAN [x] is valid for all 4 LAN ports

1 WAN [x] is valid for all 2 WAN ports

1 4G is available for cellular router only

As shown in the example normally the interfaces connected to bigger networks, such as the
internet, tend to have lower security settings as the local networks.

The Stateful Package Inspection (SPI) Firewall captures the protocols either on layer 2
(MAC) or layer 3 (IP)

* for 6-Port models only
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Screenshot of a started traffic analysis:

Weidmiiller Router Configuration

IE-SR-2GT-LTE/4AG

IE-SR26T-LTEAG K

Configuration

b Diagnostics

S ol ]
Menu | it u-link > u-link login 1ot u-link > u-link login «[E-SR-2GT- -AX0? «IE-SR-6GT-LTE SIM_An~
srk u-link > u-link logi X | {24 ulink > u-link logir X | O «IE-SR-2GT-LTE/4G-AX02 X | [ «IE-SR-6GT-LTE SIM Ane. X | £
< C 88 & 192168.99.52/priv/priv.php VRS

Weidmiiller 3<

~ Configuration
SecureNow!
1P configuration

T Analysis in progress since
Packet ler Thu May 17, 12:38:11 CEST 2018
Cut & Alarm Total: 22876 packets
b General ssttings Web 85.83%
This page shows a summary of
Email 0.00%
| peeesscomra the network traffic that passed the
b Network Ind Ethemet | 0.00% firewall since the beginning of the
» Microsoft | 0.00% analysis.
VRN
b s NetControl Al The previously defined fiter rules
e VEN | 000% have ot been changed yt.
b System NetConfig | 0.00% not be regarded for the analysis.
'D " RemoteAdmin = 0.00% N
Information In order to get automatically
Fileaccess | 0.00% generated firewall rules matching
other UDP | 0.00% the analyzed traffic, stop the
== i
& other TCP 0.00% capture by hitting the stop button.

stop analysis

Waiting for 182.168.99.52... ‘

Weidmiiller 3£

Menu Configuration A SecureNow! (started analysis)

Function | By pressing the button "Start Analysis" the Router begins to analyze the network traffic

(ports LAN, WAN and opt. LTE/4G) until AStop Analysiso i

S

Screenshot after stopped traffic analysis (showing a proposal for firewall rules based on analyzed traffic):

= (= ]E
O Menu | i u-link » u-link login X | 4 urlink > u-link login X | W «IE-SR-2GT-LTE/4G-AX02 X | [ «IE-SR-6GT-LTE SIM Ann X | &5
< C 8 | ©19216899.52/priv/privehp (VA
Weidmiiller Router Configuration Weidmiiller
IE-SR-2GT-LTE/4G m

IESR2GTLTENG W Configuration
> Diagnostics.
DT P

IP configuration

SecureNow! Results from: Thu May 17, 12:43:41 CEST 2018

Packet filter

Cut & Alarm g NetControl @ action: =pply rate: 14.47%

> General settings ™ out protecol source 1P source mask source port destination IP destination mask destination port action apoly

P Access cantrol 4G LAN ICMP 8.6.8.8 /8 @ - 192.168.1.89 8 ® - | Allow[=]
 PNework LAN 4G ICMP 192.168.1.99 /8 ® - 8.88.8 /8 ® - | Allow[=]

b vPN

b Services 7 e @ acion: apply rate: 85.53%

b Prioriization N out protocol source 1P source mask source port destination IP. destination mask destination port action apply
. LaN 4G TCP HTTPS 192.168.1.96 /8 @ * - - 443 @ | Alow[~]
» System LAN 46 TCP HTTP 192.168.1.99 /8 @ * o o 80 @ | Alow[~]
3

Applied rules are available at the Filter wizard page for further configuration.
User sdmin[3
new analysis. apply rules.

Menu Configuration A SecureNow! (stopped analysis)
Function

Thus, the Router will provide a table showing the recorded TCP packets and protocols as
well as a proposal for the setting of firewall filtering rules.

Window after exiting the network analysis with a proposed indication of firewall filtering
rules. If you click the button "apply rules”, the firewall will be updated with the proposed
rules and immediately activated. The changes are not saved automatically, so that e.g.

"wrong" filter rules can be removed by a Router restart. Previous filter rules will then be valid
again.
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4.2.3 Configuration A Packet filter (Firewall)
Packet filter A Tab Layer 3

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller %<

|IE-SR-6GT-LAN

P Diagnostics

¥ Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings
b Access control
b Network
b VPN
b Services

b Prioritization

Layer 3 Filter @

Status

1 rule set

1 Allow_L3* (1 rule)

Allow il L3 traffic &7 B W I
Add a new rule set
By using the plus symbol you can add new rule sets *
Show rule sets for following interfaces W =
only rules affecting the selected network interfaces will be displayed from: ‘ hd ‘ to: ‘ A ‘ C |

b system
b Information Apply settings
User: admin[3
Menu Configuration A Packetfilter A Tab AlL@&ayer 3
Function

This is the window for the manual configuration of firewall filter rules based on Layer 3 (IP
layer). The screenshot shows the firewall settings as delivered with the default rule "Al-
low_L3*". This rule says that any IP protocol (*) and any traffic regardless the direction

(source and destination=%) is allowed. The result is that - on delivery - the firewall is "open"
on layer 3.

For more detailed information about using the packet filter please refer to firewall-related
application notes in appendix A.

Packet filter

A

Tab Layer 2
Weidmiiller Router Configuration

Weidmiiller 3C
|E-SR-6GT-LAN Al b
IE-SRBOELAN Layer 3 Im Status
b Diagnostics
¥ Configuration
Layer 2 Filter ®
IP configuration
SecureNow!
2 rule sets
Packet filter
© 1 ARP* (1rule) = 7
Cul:SAlarm ARP address resolution a v B
b General settings Position Name Source Destination Protocol Extra Action
b 1 allow_all_arp " * ARP - ACCEPT
Access control
© 2 Allow_L2* (1rule) & 4
P Network Allow all L2 traffic a7 &
b veN Position Name Source Destination Protocol Extra Action
v £ allow_all » * * - ACCEPT
b Services
b Prioritization
b System Add a new rule set
b Information zyhusing v;he plusfsymfbc;: you can adz:fv;ew rule sets * I
ow rule sets for following interfaces e T T
only rules affecting the selected network interfaces will be displayed from: | v tor] L2 ‘ L& l
User: admin 3
Apply settings
Menu Configuration A Packetfilter A Tab ALayer 2i
Function

This is the window for the manual configuration of firewall filter rules based on Layer 2
(MAC layer). The screenshot shows the firewall settings as delivered with the 2 default rules
"Allow_L2*" and AARP*fA (Address resoluti on
ting any Ethernet frame type (*) and any traffic regardless the direction (source and destina-
tion mac address =*). The result is that - on delivery - the firewall is "open" for layer 2.
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Packet filter A Tab Status

Port forwarding

Weidmiiller Router Configuration Weidmiiller 3
3
|E-SR-6GT-LTE/4G elamuilier >c
|E-SREGT-LTE4G
sl i Layer3 Layer 2 Status
Packet filter
Traffic history Packet flow chart
VUAN-1 Receive HoamE L YgAN-1 Transmit sk
i ke
e nbie
e e
b Remwor VIAN-2 Receive Heanks N2 Transmit sk
S o NN i e
b uPN imbs bia
biee s ik
rvioss
b Prioritization LAN-1 Receive M- LAN-1 Transmit e
. s i
b System Wik Wik
P Information
o+ LAN-Z Receive s LAN-2 Transmit Rl aver 2 rule sets
e o
Uses: acmin B — — Laver 3 rule sets
Laver 2 Hardware groups
LAN-3 Receive s LAN-3 Transmit — sver 3 Network groups
Lrebps Lmbis
i i Web access
|

LAN-4 Receive et I LAN-4 Transmit o Rhya

Menu

Configuration A Packetfilter A Tab ASt at ush

Function

Overview of transmit and receive activities of the physical and virtual interfaces.

4.2.4 Configuration A Cut & Alarm
Cut & Alarm A Tab Configuration

Weidmiiller Router Configuration = =
g Weidmiiller %<

IE-SR-6GT-LAN

IE-SR-6GT-LAN Configuration State
b Diagnostics -
¥ Configuration
Cut & Alarm
IP configuration
Seo Internal cut acknowledgment: [Manual v | @
fackst Mer Internal cut timeout: [0 s
Cut & Alarm
P General settings Disable WAN port on external CUT: FNG)
b Access control
b Network Alarm acknowledgment: [Manual v | @
b VPN Alarm timeout: sec
b services
b Prioritization (] Enable ic client ing recovery acknowled: @
b System Apply settings Reset changes
Menu Configuration A Cut& AlarmA Tab AConfi gurati onh
Function | In this menu, it can be configured how the events "Cut" and "Alarm" - after they have been

triggered i will be reset.

Acknowledgements

Manual : Cut mu st be reset manual

Auto: Cut will be reset automatically after the given timeout in sec-
onds

Disable WAN port
on external cut

By default, an external CUT signal will disable the WAN Ethernet
ports. You can disable the feature if you like to use CUT signal for
switching packet filter rules only. The behavior of the internal CUT
signal is not affected by this option

Enable automatic
client monitoring re-
covery acknowl-
edgement

If enabled, a recovery event of the client monitoring system will
acknowledge a previously triggered Alarm or CUT signal through a
communication failure. In this case the cut or alarm acknowledge-
ment should be set to manual to prevent an acknowledge through the
automatic timer
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Cut & Alarm A Tab State

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller =<

|IE-SR-6GT-LAN

b Diagnostics

¥ Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings

b Access control

Configuration EH-

Cut & Alarm

Cut & alarm configuration: @

Alarm acknowledgment:
Internal cut acknowledgment:

Manual
Manual

b Network
b VPN Cut & alarm state:
b Services
b Prioritization Alarm signal: off
Int. cut event: off
b System Ext. cut event: off
b Information Reset cut signal Reset alarm signal
Menu Configuration A Cut& AlarmA Tab ASt at e
Function | Displays the current status of the events

"Internal Cut" A triggered by a special firewall rule
"External Cut" A Input of 24 VDC at 4-pin connector (at front side of the Router)
"Alarm"A t ri gger ed

by a special firewal!/l rul g
WithARes eSiggat i anAamRegsnatl @ you can manuall
nal Cutf and AAlarmiAi. The " External CUTtsiy- v

nal at the 4-pin connector will be released.

4.2.5 Configuration A General settings

General settings A System data

Weidmiiller Router Configuration

HeindlonBo Weidmiiller 3
IE-SR-6GT-LAN Configuration
= Configuration
- System data
IP configuration
Securaow! System name: [IE-SR-6GT-LAN |
Facket ler Serial no. as system name: @ ®
Cit& Alarm System location: ‘ [
¥ General settings
System data Contact name: l J
Date & time Contact phone: ‘ |
User interface Contact e-mail: ‘ [
Certificates
SCEP Apply settings Reset changes
Menu Configuration A General settings A System data
Function | Configuring application-related data of the Router (free text).

System name Name of the router (by default the Router model nhame). Can be edited

i f checkbox 6Seri al no. as systg

Note: When doing a backup of the configuration (file of type *.cf2) the
name of the backup file will be <system name>.cf2.

Serial no. as sys-
tem name

If this checkbox is enabled then the system name consists of device
type and serial number (e.g. IE-SR-2GT-LAN-AX02254366).
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General settings A Date & Time

Date & Time A Tab Configuration

|E-SR-6GT-LAN
b Diagnostics
¥ Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
v General settings
System data
Date & time
User interface
Certificates
SCEP

b Access control
b Network

b vPN

b Services

b Prioritization

Weidmiiller 3£

Date & time
Date & Time: Fri Jan 19 14:41:54 CET 2018
Time zone: Region: | Europe ¥ | City: | Berlin v

Enable timeserver synchronization (NTP): [BNG}

1. NTP server: |poo|,n(p.org

2. NTP server: |de.pool.ntp.org
3. NTP server: [ptbtime 1 ptb.de

Enable NTP time server relay:

b System Manual setting of date & time :
5 < Date (day/month/year): [19v][o1 v} [2018 v
miomation: @~=0000' (e © S L ¥R, M L e Sy
Time (hour/minute/second): [14v)la1v|54 |
User: admin 3 Apply settings Reset changes
Menu Configuration A General settings A Date & time
Function | Setting of date, time and time zone. Alternatively, the date/time setting can be configured

using the "Network Time Protocol" NTP and accessing an external NTP server.

When NTP time server relay is activated, the device will be act as a NTP time server for
other services.

Note
The Router has no battery-buffered, but a capacity-buffered system clock.
General behavior of date/time settings:

During operation the Router will save its current date/time (either based on manual input or
by NTP update) each hour into the flash memory. After next power-up the Router will restore
the internal system clock with the date/time value last saved into the flash memory. If no
NTP update is enabled then the system clock will run based on the last stored date/time.

Date & Time A Tab State

IE-SR-6GT-LAN

Weidmiiller =<

|IE-SR-6GT-LAN
P Diagnostics
¥ Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
¥ General settings
System data
Date & time
User interface

Certificates

Configuration EE-

NTP Server Statistics
Server IP (O f ce ID Type Age of last response Polling Interval Success - Failure |Roundtrip Time Offset Jitter
(6] (6) (s) (s) count (ms) (ms) (ms)
5.9.110.236 131.188.3.222 2 u 3 64 1 42.806 22.174 0.061
78.46.93.106 126.94.231.148 |2 u 3 64 1 39.714 23.561 0.061
*192.53.103.108 |.PTB. 1 u 3 64 1 34.984 29.299 0.061

Reload
SCEP
Menu Configuration A General settings A Date &time A Tab @A St at eo
Function | Shows the states of the used NTP servers.

Please use tooltips for further information.
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General settings A User Interface

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller 3£

Weidmiiller %<

IE-SR-EGT-LAN
» Diagnostics
o e User interface
IP configuration
SecureNowt Choose language and apply mode:
Packet iter
Cut & Alaem LSNP Engieh ¥
- G Save and apply:  apply immediately & do notsave ¥ @
Bysn o Aoply settings Reset changes
Date & time
User imertace
Menu Configuration A General settings A User interface
Function Language Setting the language (German or English) of the Web interface.

Save and apply:

91 Apply immediately
and do not save

1 Save only and do
not apply

Changes will be immediately activated but not saved. The new
activated changes have to be saved explicitly in menu System
A Save.

Using this mode all changes will only be saved but not activated.
The changes come into effect after a restart.

General settings A Certificates

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller ¢

IE-SRBGT-LAN
b Diagnostics
~ Configuration
1P configuration
SecureNow!
Packet fitter

Certificates

Trusted root certification authorities:
Certificate

Cut & Alarm CRL status @ validity 5
S ® DEMO-CN (demoCA.pem) CRL not found invalid @ 1
System data P Big-LinX Signing Certifcate (idascepca.pem) CRL not found valid a
Date &time
User interface
Certficates Device certificates:
SCEP Certificat validity E
? Acosss contral » DEMO-CN1 (demo-dient1.pem) invalid @
: VN::”"‘ P DEMO-CN2 (demo-dient2.pem) invalid @ g
P P DEMO-CN3 (demo-dient3.pem) invalid @ o]
Rt P DEMO-CNé (demo-dlient4,pem) invalid @ @
s ® DEMO-CNS (demo-dientS.pem) invalid @
¥ Information P IE-SR-6GT-LAN-AX02243509 (identity.pem) valid
User: admin B
Upload local certificate file for authentication or CRL:
Filename (=.p12 / *.pfx / =.pem / *.at): | Choose File | No file chosen [6)
Certificate password for validation: .
Upload certificate Apply settings Reset changes
Menu Configuration A General settings A Certificates
Function | Adding or deleting of certificates for VPN applications (used for both IPsec and OpenVPN).
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Weidmiiller <C
e
~ Configurason
e SCEP
Securetiow Simple Certificate Enroliment Protocol
:‘:m Enable SCEP:
~ Gerwrsl semegs Server URL: ®
Ay s ® Cuent Cenficate detads @
Dwe bime
Uneriraeaos Challenge Password:
Cettoanes Acto-renen penod: (dos} B
scer L download: @
¥ Access core Apply vettings Revet changes.
Menu Configuration A General settings A SCEP
Function | Configuration of the Router for online access to certificates which are stored on a central-

ized online certificate server (SCEP Simple Certification Enrollment Protocol). When setting
up certificate-based VPN connections, the necessary certificates can be obtained directly

from a SCEP server.

Server URL

e.g. http://192.168.1.1/certsrv/mscep.dll

Client Certificate details | Common Name (CN)

Device serial no. as

Auto setting of CN if activated

CN

Country Free text
State Free text
Locality Free text
Organization Free text
Organizational Unit Free text

RSA key length (bits)

1024, 2048, 3072 or 4096-bit keylength

Challenge Password
must be given here. In thi
the certificate

If the SCEP-Server requires a one-time challenge password, it

S case, it is not possible to auto-renew

Auto-renew period Define a number of days.

quired.

before the certificate expire, it will be automatically renewed.
This option is disabled if a one-time password (challenge) is re-

The corresponding number of dates

CRL download

If activated, the device will try to obtain an up-to-date certificate
revocation list from the server every hour.

General settings A SCEP (Tab State)

|IE-SR-BGT-LAN
e Contimraion
~ Configuration
IP configuration SCER:Xate
Senrahow SCEP Status Information
Packet fiter
Cut & Alarm
v General settings o 1 2 3 4 5
Symem as dubled FID e eboe” enons
Date & time
User interface Reload
Certificates
SCEP
Menu Configuration A General settings A SCEP
Function | Shows the actual status of SCEP process
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4.2.6 Configuration A Access Control

Access Control A User accounts

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller 3£

Weidmiiller =<

b Diagnostics
~ Configuration
User accounts
IP configuration
Secireow) User accounts
Packet filter
Cut & Alarm Login Delete account
b General settings admin i
¥ Access control guest =
User accounts
Permissions
Web access Change password
b Network
S ven Username  Enter old password Enter new password Confirm password
: [guest v] | I I
b Services
b Prioritization
b System
% Add new user account
b Information
Username Enter new password Confirm password
| I |
Apply settings Reset changes
Menu Configuration A Access control A User accounts

Function | Create and delete other user accounts

Note: The Administrator account always has full access. It cannot be deleted.

Access Control A Permissions

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller =<

Configuration

= Configuration

: Permissions
IP configuration
ahs Editing variable permissions for user : Default Write Permission: [
Packet filter guest
Cut & Alarm Page name
o ¥ ARP-Update
= Access control
iable name Write Permission
User accounts
ARP-Update table (]
ekt ¥ Backup settings
7 P Network Variable name Write Permission
i bven Download settings (]
b Senvices = =
G Restore settings (5]
* carp
PI fi it
nformation B e
User: admin[3 > Client monitoring
Menu Configuration A Access control A Permissions

Function | Detailed assignment of individual rights for each created user account.

Note: The Administrator account always has full access. It cannot be changed or deleted.
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Access Control A Web access

Weidmiiller Router Configuration

Weidmiiller 3C

IE-SR-6GT-LAN
IE-SR-6GT-LAN
b Diagnostics
¥ Configuration Web access

IP configuration

SecureNow! Allow protocol access on interface

Packet filter HTTP:

Cut & Alarm HTTPS:

b General settings

¥ Access control
User accounts

Report access violations using syslog
Permissions

WAN-1
v
@

®

WAN-2  LAN u-link
4 2 @
@ @ @

Web access Apply settings Reset changes
Menu Configuration A Access control A Web access
Function

ent interfaces.

For cellular models additional checkboxes named A 4 G i
the Web interface via 4G connection. In extended routing mode or if VPN is used, all inter-
faces will be displayed if they represent different subnets.

wi ||

Select the possible access modes of the web interface (via http and / or https) for the differ-

b eontobliaccess ta

4.2.7 Configuration A Network
Network A DNS (Tab Configuration)

Weidmiiller Router Configuration

Weidmiiller =<

IE-SR-6GT-LAN
IE-SR-6GT-LAN State
P Diagnostics
~ Configuration DNS

IP configuration
SecureNow!

Packet filter Hostname:

Cut & Alarm Serial no. as hostname:

P General settings Domain name (search suffix):

b Access control

1st DNS server:
< Network 2nd DNS server:
DNS 3rd DNS server:
IP routing
HTTP proxy Register hostname at DHCP server:

Forwarding
1:1 NAT

Use all servers concurrently:
Enable DNS proxy:

Network groups DNS proxy Interfaces:

Hardware groups

Apply settings Reset changes

Ethernet

ESRESTAN 1@
v ®
I |
|0
L ]
L ]

v ®
®
¥ 0o

@/ WAN-1 ¥/ WAN-2 ¥/ LAN & u-link

Menu

Configuration A Network A DNSA Tab

AConfigurationi

Function
server.

Registration of up to 3 DNS servers for name resolution. The Router acts as a DNS relay

Hostname

sages for example.

The DNS hostname of the device itself is used in Event Log mes-

Serial no. as hostname

be used as hostname.

If checkbox is enabled then the device type and serial number will

Domain name (search
suffix)

The domain name search suffix will be given to DHCP clients if
DHCP service is enabled. DNS requests for names with this suffix
will not be forwarded to any uplink DNS-Server
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1st, 2nd, 3rd DNS
server

If the interface for accessing the Internet (e.g. WAN port) is config-
ured statically then you must configure at least one accessible
DNS server for resolving DNSnames( e. g Googl eds
with IP 8.8.8.8).

If the Interface for Internet access is set to DHCP then typically
the DNS server will be retrieved from DHCP server. In this case
you do not need to enter the IP address of a DNS server.

Generally at least one DNS server must be configured for resolv-
ing hostnames to IP addresses. A DNS server is mandatory if the
Router is configured for using the u-link Remote Access Service.

Note: See T a b A Satchetkeh@& currently configured name
server(s).

Register host name at
DHCP server

If enabled all DHCP requests by the device will register the speci-
fied hostname at the DHCP server. If the DHCP server is running
dynamic DNS updates according to RFC2136 this will result in a

valid DNS record on the DNS server with the specified Hosthame

Use all servers concur-
rently

If set active, incoming queries will be forwarded to all configured
DNS servers. The fastest reply will be sent back to the requester.
Otherwise, only one DHCP server will be used.

Enable DNS proxy

Device acts as DNS server and will forward DNS requests to the
configured DNS servers. Please ensure that the DNS proxy is
only running on the required (internal) interfaces.

DNS proxy interfaces

Select which interfaces shall forward DNS requests to defined
DNS server

Network A DNS (Tab State)

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller 3%

|E-SR-6GT-LAN

b Diagnostics

= Configuration
P configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings
b Access control
= Neftwork

DNS

Configuration EE-

DNS

Current DNS configuration

Domain suffix: fritz.box

Nameserver: 192.168.99.1

Reload

Menu

Configuration A Network A DNSA Tab ASt atei

Function

Displays the currently active DNS server
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Network A IP Routing (Tab Configuration)

e e
~ Configuration )
1P configuration IPirouting
SecureNow! Dynamic routing:
ZQ:;J:: LA Type: @
et Simple password: disabled fe)
vk Active interface: g
P Access control RIP
¥ Network WAN: Type: O o @
oNS Simple passwiord: [ - @
1P routing Active interface: B ©)
Simee whink: Hype [disabled ¥ | ®
Fowerdng Simple password: [ e
TANAT Active interface: B O)
Netwerk groups
Hardware groues Redistribute static routes: 8O®
Etharmst Log level: none ¥/ @
b VPN
P Sanses Static routing table:
¥ Prioritzation Active Destination Subnet mask Gateway Interface Metric Push to u-link
b System Static routing table is empty
¥ Information
HemesmnB | Add new static route: @
Destination: @
Subnet mask: @
Gateveay: ®
Metric: - @
Interface: ERAC)
Push to u-link: @
Add entry Apply seftings Reset changes
Menu Configuration A Network A IP RoutngA Tab AConfigurationh
Function | Registration of static IP routes and activating/deactivating of dynamic routing. For dynamic

routing, both can be selected the RIP and the OSPF protocol. Please note that dynamic
routing can be set per interface. Cellular routers, or routers in extended routing mode, will
have more interfaces to define dynamic routing.

Up to 20 static IP routes can be configured.

Dynamic Routin
Type:

Which routing protocol should be used on this interface.

- RIP the Routing Information Protocol is frequently used and helps
routers to dynamically adapt to changes

- OSPF Open Shortest Path First is newer and mage RIP obsolete
- Both Select this if you want to use both protocols at a time

Dynamic Routin

Simple Pass-
word

This field is optional. The OSPF/RIP simple password authentication will
protect all packets with this password. Note that this password will be
send as clear text! It is only meant to prevent misconfigured routers to be
placed on the network.

Dynamic Riting

Active inter-
face

RIP: Mark the checkbox to send advertisements on this interface. If the
checkbox is left empty, the interface will only listen for incoming advertise-
ment and it will be included in advertisement on other active interfaces.

OSPF: Enable OSPF on this interface. IF the checkbox is not marked the
interface will be included in advertisements on other active interfaces.
Other than RIP it will not even listen for incoming advertisements.

Dynamic Routin

Redistribute
static routes

When enabled: redistribute all static routes with OSPF and RIP. Note: the
metric of the static table will not be used.

Dynamic Routin
Log level

None Will log no messages through the Event Log.
Info Log only some information and critical errors.
Debug Log state information too.

Verbose | Log all possible messages
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Displays all configured static routes

Static routing forwards IP packets belonging to the specified network to
the given gateway. The network is defined by an IP address and a subnet
mask, which tells how many bits counted from the left are fixed.

StatidRouting

Routing Table For example, IP 192.168.5.0 and subnet mask 24 means, that any IP of
the format 192.168.5.xxx belongs to the network (3 bytes = 3 * 8 bit = 24
bits).
Another example is 192.168.0.0 and subnet mask 16. Any IP of the format
192.168.xxx.xxx belongs to this network.

StatidRouting Network address of the destination network, i.e. 192.168.0.0

Destination

StatidRouting Network mask of the destination network, i.e. 8, 16 or 24. Without leading

Subnet mask /

StatidRouting IP address of the gateway for this entry. In case of a device route you can

Gateway use 0.0.0.0

. . Metric for this entry. Allowed values are 0-100. Normally this is used in

StatidRouting . . : . . N .

Metric conjunctions with dynamic routing. This field is optional and can be left
empty.

. . Network device for this entry. Select * for static routes with a valid gate-

StatidRoutindn- - . ) .
way |IP address. Select a specific device for a device route with the IP

terface
0.0.0.0 as a gateway.

StatidRouting Push the route also to u-link and its clients. Probably you also need to

Push to u-link | adopt the routing tables of the devices in the specified subnet.

StatidRouting Adds the static route to the table

Add entry

StatidRouting Apply settings for the whole site (dynamic AND static routing)

Apply settings

StatidRouting Reset all changes made on this web page to initial values of currently ap-

Reset changes

plied/saved settings. It has no effect after clicking button i Ap pl y s ¢
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Network A IP Routing (Tab State)

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller %<

Weidmiiller 3£

IE-SREGTLAN

Configuration
P Disgnostics
TEoMouNes 1P routing
IP configurason
e Active routing table:
Packet filter - "
Cut 8 Alarm default via 192.168.99.1 dev WAN Use this menu for checking the
192.168.99.0/24 dev WAN kernel link 192.168.99.25 A
¥ Geowrl soins 192.168.1.012¢ dev LN roto kemetscope ks 192268010 RO Ut er 6s current
¥ Access control
¥ Network
oNe Reload
IP routng
Menu Configuration A Network A IP RoutingA Tab ASt at e
Function | Displays currently valid routing table.

7

The | wi t h aé. o

Format of other routes:

ne t ext fidefault vi shows

<Target Network> dev <interface> proto kernel scope link src <interface IP address >
Means: <Target Network> is accessible via <IP address> of device <interface>

t

Network A HTTP proxy

Weidmiiller Router Configuration

IE-SR-6GT-LAN

IE-SREGT-LAN

Weidmiiller %<

b Disgnostics
~ Configuration
IP configuradon proy
SecureNow! Use a system wide HTTP proxy:
Packet fiter HTTP proxy IP address or hostname: @
Cut & Alarm HTYP proxy TCP port: @
¥ General settings HTTP proxy authentication method:  [none v |@®
¥ Access control HTTP proxy username: '
= Network HTTP proxy password: [NTLM |
DNS
1P routng
HTTP peoxy Apply settings Reset changes
Menu Configuration A Network A HTTP proxy
Function

Configuration of a system wide HTTP proxy. This will be used for several services depend-

ing on the features of the device. You must enable the usage of this proxy for most services

separately.
HTTP proxy IP address | IP address or hostname of the proxy. You must configure a valid
or hostname DNS configuration to use a hostname
HTTP proxy TCP port The TCP port of the proxy. In many cases 8080 is used.
None No authentication required
HTTP proxy authentica- Basic HTTP stapdard authentication, username and pass-
. word required
tion method
NTLM Microsoft Windows ISA server authentication style,
username and password required.
HTTP proxy username Username
HTTP proxy password Password
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Note: If the Router - for Internet access - has to pass the corporate Router/Firewall and Security systems
(controlled by company IT) then often the configuration of a HTTP proxy is necessary. In those cases,
please ask the responsible IT department for parameters and credentials for proxy settings.

Network A Forwarding

b Diagnostics
~ Configuration
1P configuration
SecureNow!
Packet filter
Cut & Alarm
P General settings
b Access control
= Network
DNS
1P routing
HTTP proxy
Forwarding
11 NAT
Network groups
Hardware groups

Ethemet

b VPN

b Services

O Menu | 43 urlink > ulink login X | 42 ulink > u-link login % | B <IE-SR2GT-LTE/AG-AX0D X | 4F

—~ 1 .®
< C 8  © 1921689952 Y

Weidmiiller Router Configuration

IE-SR-2GT-LTE/4G Weidmiiller 3Z
IESR-2GT-LTEAG K

Forwarding ®
Public Protocol Local Local Target Target SNAT Source Comment Enabled Position Delete
Interface P Port P Port Network e
6] @ €] @ @ 0 6] 6] @
wWANRY TCPRY [Eg so2[F 192.168.1.125 so2 B L4 £ |
WAN B TCPR 192.168.99.222 [ 8o 192.168.1.150 [ 8o ¢ B N |
WAN Y =P 192.168.90.223 B [E4 192.168.1.151 Br L4 [E4 E |
+
Apply settings Reset changes

Screenshot shows 3 defined Forwardings. Current Router IP settingst@AN6#1.110 / 24, WAN IP 192.168.99.52 / 24

Entry 1:Router will forward any IP paakdtessed to its physical WAN IP 192.168.99.52 with prandcpoiGH2to IP
192.168.1.125 with protocol TCP and port 502 (outgoing via LAN port).

Entry 2: Router will accept and forward any IP-packessed tortualWAN 1P 192.168.99.222 with protocol TCP aridtpoR
192.168.1.150 with protocol TCP and port 80 (outgoing via LAN port).

Entry 3:Router will accept and forward any |P-packessed tartualWAN IP 192.168.99.223 and independent dfgom oo
i to IP 192.168.1.151 leaving protocol and port of the received IP packet untouched (outgoing via LAN port).

Menu

Configuration A Network A Forwarding

Function

Configuring of forwardings based on IP address, protocol and port number.

The forwarding can be used to forward| P packet s incoming at s

(e.g. WAN) and having as original target IP the Routers WAN IP to a defined Target IP e.g.
behind LAN port.

This can either be done on special TCP/UDP ports or on a whole IP address. The table sup-
ports IP aliases on the Public interface, source NAT of the request and conditional matching
by filtering on the source address. Please take care of the position of each row, as the
table is progressed from the top to the bottom for each packet until a match is found.
If you run a restricting packet filter you must open the data paths there too. The packet filter
will see the forwarding target as destination and always the original source independent of
the SNAT checkbox.

Thefeature Al P addr es s(aldoaalled ¥irtudliMapgifig) can be used to forward an
IP packet - addressed to flLocal IPOT independent of protocol and port number i to a de-
finedi Tar get | PO

Incoming interface on which the IP packet - which shall be forwarded -

Public interface . .
will arrive.

Select protocol TCP or UDP if you want to forward a special port.

Protocol Use fA*0 if you wgackets(ICMP, TGP rUDR)inde- a |
pendent from protocol and port.
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Enter a free available IP address which will behave as an additional
(virtual) I P address of the selnec
case of physical interfaces this address is most likely one of the public
interface range. In case of OpenVPN or IPsec interfaces it should be

Local IP one of the VPN address range. The device will take this additional IP ad-
dress as its own and will forward the traffic - addressed to this IP T to de-
fined Target IP. This option cannot be used on 4G or DSL links.

If you leave it empty then the current IP address of the defined (incom-
ing) interfacew i | | be used as O6Local | PO.

Local vort Theaddr essed port b e lifpratacel TGP ortUDP i de-0

P lected. Leave empty if entry Géis selected for protocol.
The target IP to which the IP packeti addr essed ©o wifbrb

Target IP

warded. This can be any reachable IP address.

Target Port

Theaddr essed port bel ibpnotpéonTGP dr ADPfsT a
selected. Leave empty if entry &6is selected for protocol.

SNAT

In enabled the source of the connection will be hidden behind the local
address of the device on the outgoing interface (i.e. LAN). This is helpful
if the target does not know an IP route to the original source (e.g. a S7
PLC with no default gateway or a default gateway to a different router).
The target will only see the local address and therefore will not need an
IP route to the original source.

Source Network

Will only enable the forward if the original source of the request is within
the given IP subnet. The syntax is IP/mask (i.e. 192.168.0.0/24)- Leave
empty if unsure.

Comment An optional comment

Enabled Enables or disables the entry.
Move the entries to the correct position in the table. The Router is check-
ing the defined Forwardings from Top to Down until an entry is matching.
Example: You can configure a forward of TCP port 80 to an internal ad-

Position dress of the device itself (i.e. the LAN IP address) as the first row. Then
a second row insert a forward wit
The effect will be that you can reach the device on its web interface TCP
port 80 but all other ports and protocols including ICMP pings will be for-
warded to the target.

Note after editing a value, press accepta or del ete x, otherwise

applying dat.ao wil/ appear
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Network A 1:1 NAT

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller =C

1:1 NAT - network mapping

Securetion! WAN:
Packet taec
Enable 1:1 NAT: @
Nechreconsd Publc IP address/subnet mask: o282 10 | 552552550 @
¥ General setings Private IP address/subnet mask: DHCP ®
® Access control P Advanced settngs
e LAN:
ons :
1P tonting Enadle 1:1 NAT:
HTTP pray Pubiic IP address/subnet masic 192168.1.110/4 @
Private IP address/subnet mask: (6]
Sewedes » Advanced settmgs
11 NAT
Netucek groven u-link:
Horduaes growe Enable 1:1 NAT: @
Erarat Publc IP address/subnet mask: | | @
® vPN Private IP address/subnet mask: DHCP
5 ¥ Advanced settngs
Services
? Priceszaton Apply settings Reset changes
Menu Configuration A Network A 1:1 NAT

nets.

in appendix A.

Function | With 1:1 NAT you can map a private subnet to the public subnet defined in the IP configura-
tion. This allows you to resolve conflicts between identical networks. E.g. if all LAN ports in
extended IP routing mode are connected to equal subnets, they can be accessed uniquely
via the public subnet without the need for changing any configuration of the private subnets.

1:1 NAT can be configured for all active (physical and virtual) interfaces.
Note: While the private subnets may be equal they must not conflict with the public IP sub-

For more detailed information about using 1:1 NAT please refer to application notes

Enable 1:1 NAT

Enable 1:1 NAT for this interface.

Note: 1:1 NAT only can be activated if NAT (masquering) is not ena-
bled for this interface

Public IP address

This is the public interface IP address and subnet mask as defined in
menu6é |l P Conf,ie.q.092.468.1..016/24. If DHCP is enabled,
you must define a network to which the IP addresses received via
DHCP will be mapped.

Private IP ad-
dress

The definition of the private subnet is the private device IP with the
subnet mask appended. E.g. 192.168.0.110/24 means, that the device
itself is reachable as 192.168.0.110 from the private subnet
192.168.0.0/24

Enable double
sided network

mapping

With this extension, (private) IP address conflicts can be solved if pub-
lic hosts use IP addresses from the same subnet as the 1:1 NAT pri-
vate subnet. Where possible, you should not use such a subnet for 1:1
NAT private subnet, but sometimes the private subnet is already de-
fined through the according network components. This conflict will be
solved by using a further subnet that is not used anywhere else, nei-
ther on public nor on private subnets.

Substitute with [P
address/subnet
mask

A subnet, preferably of the same size as the according private 1:1 NAT
subnet. Will be used for translating private IP addresses on public in-
terfaces to a subnet of IP addresses that is otherwise not used. There-
fore, only IP source address for packets going to the according private
subnet will be changed. This option is not necessary if the private sub-
net is not used on public interfaces.

Version 2.05 / May 2022

Page 51 /127

Weidmiiller 3£




Weidmiiller 3£

Network A Network Groups

Weidmiiller Router Configuration

IE-SR-6GT-LTE/4G

Weidmiiller %<

IE-SR-6GT-LTEHNG kK Coriglraton

b Diagnostics

¥ Configuration

Network groups
IP configuration
Socuehion ¥ Machine1 used in 0 rules
Packet filter
192.168.2.100/32 @
Cut & Alarm -
b General settings el Tl _
192.168.2.104/32 ]
b Access control
~ Network ¥ Machine2 used in O rules
DNS 192.168.2.101/32 =]
IP routing 192.168.2.103/32 @
HTTP proxy
Forwarding
1:1 NAT Group name: Machine2 ®
Network groups Network address: 192.168.2.105/32 ®
Hardware groups
Ethemet Apply settings Reset changes
Menu Configuration A Network A Network groups
Function | Creating groups with "speaking" names for ranges of IP addresses (Layer 3). A network

group always contains a range of IP addresses with specified subnet (e.g. 192.168.1.0/24).
A network group can contain a set of single IP addresses and complete IP address ranges.
Network groups can be used instead of IP address ranges if you will create firewall filtering
rules (See menu Configuration A Packet filters A Layer 3). To add several IP address
(ranges) to a group insert the same group name.

The group name for which a network should be added. It may contain let-
ters and digits. If the given group does not exist, it will be created automat-

Group name ically.
Hint: Click on an existing group name will fill the empty text field.
Network address using format dP/network mask6(CIDR) e.g.
192.168.0.0/24 1 to be added to a given group. These groups can be re-

Network ad- ferred to by other services like filter rules e.g.

dress

Caution: Filter rules, that use a rule with a recently modified group, will not
be updated until <Apply settings> is triggered (or <Save settings> respec-
tively)

Network A Hardware Groups

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller %<

IE-SR-6GT-LAN
> Diagnostics
¥ Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings
b Access control
~ Network
DNS
IP routing
HTTP proxy
Forwarding
1:1 NAT
Network groups
Hardware groups

Configuration

Hardware groups

Group name:

Hardware address:

Apply settings
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Menu

Configuration A Network A Hardware groups

Function

Creating groups with "speaking" names based on MAC addresses (layer 2). A hardware
group can contain any number of MAC addresses (for example, 00:15:7E:D9:09:00). Hard-
ware groups can be used for better readability than individual MAC addresses if you will
create firewall filtering rules (See menu Configuration A 4.2.3 Configuration A Packet filter
(FirewallA Layer 2).

The group name for which a hardware address should be added. It may contain

Group | jetters and digits. If the given group does not exist, it will be created automatically.
name

Hint: Click on an existing group name will fill the empty text field.
Hard- | Hardware Address (also known as physical address or MAC) to be added to a
ware given group. These groups can be referred to by other services like filter rules e.g.
ad- Caution: Filter rules, that use a rule with a recently modified group, will not be up-
dress

dated until <Apply settings> is triggered (or <Save settings> respectively)

Network A Ethernet Interfaces

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller %<

IE-SR-6GTLAN
et | Conbgurnton |
= Configuration
IP configurabion Ethemet
Securetiont WAN-1 link mode: automatic @
Packet Sher WAN-2 ink mode: automatic *®
Cut 8 Alam LAN-1 link mode: automatic (o)
P General semings LAN-2 link mode: automatic *®
P Access control LAN-3 link mode: automatic @
b EAN Yok ods: 1000 MBis full duplex @
DONS 100 MBiv's full duplex
1P roung Apply settings Resot changes 100 MBit's half duplex
10 MBit's full duplex
HTTP peoxy 10 MBit's half duplex
Formarding port disabled
1.1 NAT
Nedwork groups
Hardware groups
Ememet
Menu Configuration A Network A Ethernet
Function Setting the transmission parameters of the LAN / WAN hardware interfaces.

Note:Setting the Ethernet mode from aut (
matico will disable auto cr oss-MDDEandf e
use MDI instead.
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4.2.8 Configuration A VPN
VPN A u-link (Tab Configuration)

" Weidmiiller Router Configuration

IE-SR-6GT-LTE/4G

IE-SR-6GTLTEMG K
P Diagnostics
7 Configuration
IP configuration
SecureNow!
Packet filter
Cut & Alarm
b General settings
b Access control
b Network
¥ VPN
u-link
OpenVPN

IPsec

b senices

b Prioritization

b system

P Information

User: admin [

Registration

Weidmiiller ¢

u-link Remote Access Portal

Enable u-link instance: O

VPN connection settings
Tnitiation by digital input (VPN initiate):

Tnitiation from u-link web portal: [ always allowed

1h 2@

Inactivity imeout:

Additional settings
Use a system wide HTTP proxy:

o @
ik [ @

tising edge |

Log level:
VPN LED/output controller:
Toggle output while connecting:

Polarity of digital input (VPN initiate):

Apply settings Reset changes.

Menu

Configuration A VPN A u-link A Tab

AfConfigurationo

Function

Enable u-link instance

Enables the routers connectivity service to be used for the
Weidmiuiller u-link Remote Access Service.

Initiation by digital input
(VPN initiate):

Allows/Denies to establish a VPN connection to the u-link plat-
fomby setting 24 VDC on digit

FaXY

Initiation from u-link web
portal

Never allowed: u-link cannot be initiated remotely from the u-
link portal

Always allowed: u-link can be initiated remotely from the u-link
portal

Allowed if digital input (VPN-Initiate) is active: u-link can be ini-
tiated remotely from the u-link portal only if the external digital
input (/PN initiate6 s et t)dsalide. VDC

Use a system-wide HTTP
proxy

Enable this checkbox if the HTTP/HTTPS based Internet ac-
cess of the Router (for establishing an u-link VPN tunnel) is
controlled by a proxy server which requires an authentication
for passing. The system wide HTTP proxy must be configured
under Configuration A Network A HTTP proxy.

Log level

None: Will log no messages through the Event Log
Info: Log only some information and critical errors
Debug: Log state information too

Verbose: Log all possible messages

Disabled: The LED and digital output are not used by u-link.
VPN LED/output control- | y-link: LED is blinking during connecting and on during
ler connection, digital output i VP N a is set toy @NO
as long as the VPN tunnel is established.
Toggle output while con- Copies the behavior of the VI
necting active 0

Polarity of digital input
(VPN initiate)

Rising edge: VPN is triggered by rising edge of input voltage
(from 0 Vto 24 V)

Falling edge VPN is triggered by falling edge of input voltage
(from 24 Vto 0 V)
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VPNA u-link (Tab State)

Weidmitiller Router Configuration
IE-SR-6GT-LTE/4G

Weidmiiller %<

IE-SR-8GT-LTENG

Configuration _ Registration

¥ Diagnostics
TCo u-link Remote Access Portal
1P configuraton
SecureNowt Status Registration u-link Portal: registered
Packet fiter
Cut & Alarm
> Dererd sueme WWH communication
¥ Acoess control Status: Connected
P Network Last seen: Tuesday, 23 Jan 2018, 15:14
- VPN
wink
OpenVPN VPN connection u-link portal
IPsec Status: VPN not connected Connect
P Services
P Priceazation Eieed
Menu Configuration A VPN A u-linkA Tab @A St ateo
Function | Displays u-link Remote Access Service status.

Status Registration u-link portal

iregi steredd or fAnot regis

WWH communication

The World-Wide Heartbeat (WWH) is a https connection
to the u-link platform which submits status information.
The WWH normally refreshes every 170 seconds. If
WWH communication is not possible the router may not
have an internet connection.

Status

fComnedd or fNot connected

Last seen

Last time the WWH connection was successful

VPN connection u-link portal

u-link is using OpenVPN to establish an outgoing secure
connection from the device to the u-link server. With an
u-link account (free trial version) you will then be able to
remote access the private networks remotely.

Status

AiVPN connect edcoo nonre ciit VeRIND , n of
whether there is an outgoing safe VPN connection to the
ul i nk server or not. Wi t h
itiate a connection.

Button i @Oscomect t

Can be used to establish (cancel) the VPN tunnel to the
u-link VPN server.

Version 2.05 / May 2022

Page 55 /127

Weidmiiller 3£



Weidmiiller 3£

VPNA u-link (Tab Registration)

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller 3C
JE-SR-6GT-LAN Configur State
o i [Resmmim=|
==t u-link Remote Access Portal
IF configuration
i Status Registration u-link Portal:  not registered
Facket fites Registration code:
Cut & Alarm
B Ganeral settings Rogister Redoad
B Access control
L
v VPN
u-ink
Menu Configuration A VPN A u-link A T a Redfstrationo
Function Register or unregister the device at the u-link platform. For this an internet connection of

the device is necessary.

To register, type in the unique Router Activation code generated in the u-link portal
(https://u-link.weidmueller.com ) by adding a new router-item or the code of a previously
used router-item in section Administration A Device management.

The registration process may take several seconds; you can Reload the page to check
the process. If there is no progressing screen or the router cannot be registered even if
you have internet connection (can be tested via Ping) please contact support (u-link-sup-
port@weidmueller.com ).

If a Router activation code was already in use before, you must release it for additional ac-
tivation in the u-link Portal Administration A Device Management A select the specific de-
vice A edit Activation code of the device A use fArel ease for addi
close the window.

VPNA OpenVPN (Tab Configuration)

Weidmiiller Router Configuration

IE-SREGT.LAN Weidmiiller %
SR S0T-LAN VPN1 vPN2 vPN) VPNS VPNS VPNG VPNT VPNS VPN VPN10 State
oot =3
¥ Contguration

P contouraton Mvm

Secwediont Current OpenVPN server table:

Pachet titer

Ot 8 Aeem Device  Certificate 19 Info Protocol  Local server port >

¥ Qenernt selngs OPeaVPW server Lable is emply. Use the VPN Lads If you want 10 30 J Dew Conmecton,

¥ Accens control

o~ Current OpeaVPN client table:

Mot Device  Certificate 1P tnfo Protocol Server address Server 4
odnk port
CpenvPN OpeavPIV cleat table is emply. Use the VPN tabs ¥ you want L0 23 2 Dew Connectvn.

Prec
¥ Sevces Additional settings:
¥ Priortzaton VPN LED/outpet controler: wink (D
» System Polarty of VPN nget risng edge *
» intormation
Aply setings Reset Changes
< )
Menu Configuration A VPN A OpenVPNA Tab AConfigurati onfh
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Function

The OpenVPN menu allows to create and establish virtual private network connections
based on the Open-VPN implementation. The Router can be configured both as OpenVPN
client and OpenVPN server either based on Layer 2 (Bridging) or on Layer 3 (Routing). A
maximum of 10 OpenVPN connections (either as client or as server) can be configured and

started at the same time. Each VPN connection can be configuredi ndi vi dual |y

VPN1éVPN1O.

Note: OpenVPN connections can only be used with encryption based on certificates.

On each configured OpenVPN server connection theoretically any number of remote Open-
VPN clients can be connected (only limited by the hardware performance of the Router).

After configuration of OpenVPN sessions the configured connected will be displayed at a

glance in this menu.

VPN LED/output controller

Disabled: The LED and digital output are not used by u-link

u-link: LED is blinking during connecting and on during con-
nection, digital output is triggered by u-link

Polarity of digital input
(VPN initiate)

rising edge: VPN is triggered by rising edge of input voltage
(from Q0 Vto24V)

falling edge VPN is triggered by falling edge of input voltage
(from 24 Vto 0 V)

VPNA OpenVPN (Tab VPN1)

7 Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller %<
'f's““w"‘ Configuration vmz VPGS VPN VPNS VPG VPNT VPNE ) VeN1D state
¥ Configuration

1P corfiguraticn bt
Secontient Bask settings
P"““-" Enable VPN instance: v
ok Interface mode: Chent v @
* Genseal sosings Permanent connection: Exc)
? Access cootrol Layer: Layer3y @
» . A v . .
ot e Soveuen Lol » |Configuration of OpenVPN conrsect
e S m@@ on tabs VPN2 éVP
Open'N ol v
Certficate: scep-cert pem v (@ for tab VPN1
Wose Authenticate with usemame and password: @
¥ Services Usermname:
* Prioeszatcn Password: Pow
s B s H
P tdormasion
Additional settings
—— Lo leve: nlo v
LZ0 compression: adapve v Q
Cipher: BF-CBC v 0
Apply settings Reset changes
Menu Configuration A VPN A OpenVPNA Tab AVPN1#
Function | Screenshot of a configured OpenVPN-Client at tab VPN1

Enable VPN
instance

Activates this OpenVPN connection

Interface Mode
connect to

Select the connection mode which is either Server or Client
Server: The device will run a TCP/UDP server which numerous clients can

Client: The device will establish a connection to an OpenVPN server

If enabled on a server instance the server will always be up. In enabled on

Permanent a client instance, the client will try to connect if the connection gets lost. If
connection not enabled the connection can be switched on using the VPN key, CUT

or ALARM triggers, Modbus TCP or API.
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The OpenVPN interface may operate on two different layers:
Ethernet Layer (Layer 2), i.e. will be bridged with >LAN (interface)<

Layer
IP Layer (Layer 3) with its own IP address which must be configured on
the IP configuration page.
L3 interfaces can either be run as TUN or TAP devices. The letter is de-
fault on the device type. TUN connections will always use the OpenVPN
topology subnet. If subnets behind clients shall be reachable in TUN
OpenVPN de- | mode, there are route entries required in the OpenVPN server configura-
vice type tion. These entries will be available only if the routes to the subnets are
configured in the client configuration table on the server.
Note: Each VPN endpoint must use the same setting on this option.
sggsr ad- The remote server address can either be a DNS name or an IP address

Server Port

TCP/UDP port number e.g. 1194. If a server instance is enabled on TCP
Port 443 the HTTPS web server must be disabled manually at the page
Configuration A Services A Web server. A potentially configured access
restriction for the web server will limit access to the OpenVPN server in
this case! Each OpenVPN server instance must use a unique TCP/UDP
port!

Protocol

Transport protocol of this VPN connection. UDP has a slightly better per-
formance and stability but cannot be handled by HTTP proxies and some
4G provides block UDP tunnels. TCP is the default on this device type.

Certificate

Select certificate for authentication at remote peer.

Note: New certificates can be uploaded in Configuration A General set-
tings A Certificates. Please note that certificates which have extended
key usage (EKU) fields can only be used as server certificate (EKU TLS
Web Server Authentication) or as client certificate (EKU Web Client Au-
thentication). Each client connected to one server and the server itself
must use a certificate from the same Certification Authority (CA).

Authentication
with username
and password

Enable additional authentication with username and password

Pull routes
from server

The OpenVPNoptonfipul I 6 wi | | he r

them.

pul l t ou

OpenVPN TCP clients can use a HTTP proxy for tunneling the VPN con-

Use HTTP nection. To the proxy the traffic will look like HTTPS web traffic. The sys-
proxy tem wide HTTP proxy must be configured under Configuration A Network
A HTTP proxy
None: Will log no messages through the Event Log
Info: Log only some information and critical errors
Log level

Debug: Log state information too
Verbose: Log all possible messages

LZO compres-
sion

Sets the OpenVPN LZO option for all connections.
No: Is the default on this device type. Do not use compression.
Yes: Always enable LZO compression

Adaptive: Use an adaptive algorithm to dynamically detect if compression
is useful or not

Note: Each OpenVPN endpoint must use the same setting on this option.

Cipher

Select the OpenVPN cipher to use. BF-CBC is the default cipher. Each
OpenVPN endpoint must use the same cipher! You can use none for per-
formance critical layer 2 tunnels or intranets.
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VPNA OpenVPN (Tab State)

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller 3£

Weidmiiller <<

IE-SROQT-UAN H o Configuation  VPN1 VPN2

» Diagnostics
= Configuration
IP conSiguration
SecureNow!
Packet fitter
Cut & Alarm Reload
b General settings
b Accoss control
b Network
v VPN
wnk
OpenVPN
Psac

OpenVPN

Apply settings.

L3-VPNL: disconnected {(Client)

Reset changes

Menu

Configuration A VPN A OpenVPNA Tab

AStateh

Function

Displays the status of configured and activated OpenVPNi n st a n c e snd (vHether 0 )
they are connected or disconnected

VPNA IPsec (Tab Configuration)

Weidmilller Router Configuration

IE-SR-6GT-LAN Weidmiiller ~<C
€583t
Vs ==
v Contgursncn
© artorme Piec
Sevovtiont Erable vec: «0®
Pachas b Erable NAT Tt (]
Cot b Ui MU @
P Gt wtirgn Erable PP -0
“ Erable 2pg7esine moce @
Acwes e U ¥ 0
» — ot sok Mgy
v Lse delnat e @
v Local mbre
o Aertanes memed 25K o vtfare @
~ o
Conforn Settype ¥ | @)
¥ utveen Send cavianen faec v @
» Orertm Lo vk " Y0
» VPN LED ot comoler v v O
N D coters (Pase Ly - 256 # mais) # beaids # Jou
1K hash forczons (Pt U »a251 a2 256 i “nes
@ | O oo (Phase 1 modchind modchis ol moddT2 mods 30N - medaiilé o ] N
ESP cohes (Phase 2) - wabh sl - et
55 hash Furcuons (Phase 2) el ens
Curvent [Pyec connections:
Active Consection name Opratnad mrode Lecal 1D Remote 1P address A comificane: Remote 1D Ramote sbnet o
¥ cancaczons defred
Add newe connaction:
Ovewors mode Az Lo}
Looa! 10 f @
Somcte 32 astemr o
O cavcae o
Ramcte 2 (]
Ramone sidres e
200 wary oem wemrge ot g

Menu Configuration A VPN A IPsecA Tab AConfigurationh
Func- The IPsec menu allows to create and establish virtual private network connections based on
tion the standard IPsec implementation. The Router can be configured both as IPsec client and

IPsec server.

respective VPN peers.

IPsec allows the encryption of the complete communication flow between the Router and a
remote site on IP level. IPsec provides encryption of subnets, which are located behind the

IPsec connections can be used with both PSK encryption (pre-shared key using user name
and password) as well as certificate based encryption.
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NAT traversal is required when a router between the local and re-

mote side does Network Address Translation (NAT)
Enable NAT traversal i
Note: IPsec pass through will break NAT traversal! If your router

supports it, you must disable IPsec pass through!

NAT traversal requires encapsulation of IP packets which possibly
increases fragmentation leading to less network performance. If this
happens it may help to slightly reduce the size of outgoing packets
(MTU).

With Perfect Forward Security (PFS) a session key (signed by the
private key) is used to encrypt the data instead of the private key it-
self. This session key will be renewed after relatively short time.
Enable PFS Thus, even if the private key (certificate) gets compromised previ-
ous communication cannot be decrypted by someone else since the
temporary session keys cannot be restored. Therefore, PFS further
increased security.

Limit MTU

Enable aggressive

Enables IPsec aggressive mode
mode

The uplink interface on which the IPsec tunnel is supposed to be

Uplink interface established.

To reach the remote site, it may be possible that IPsec needs to ex-
plicitly know the IP address or hostname of the next router. For ex-
ample, this can be the router that connects you LAN with the inter-
net.

Local next hop

Use the default gateway (either set manually or by a DSL connec-

Use default route .
tion) as next hop.

This is the local subnet which its traffic to the remote subnet is sup-
posed to be encrypted when going out via the given interface. The
subnet must be defined as IP/Network mask, e.g. 192.168.0.0/24. If
no subnet is given, the IP address of the interface itself is used.

Note: The local and remote subnet must not be equal!

Local Subnet Note: Routed traffic is not generally encrypted! Only traffic between
exactly the local and the remote network gets encrypted! For in-
stance, if you use two Weidmiiller Security Routers and leave both
subnets empty the IPsec tunnel will be stablished between two rout-
ers. Then only traffic originated from one router destined to the
other router is encrypted. The traffic that is routed via both devices
from networks behind them is not encrypted at all.

Either use a pre-shared key (PSK) or a certificate for authentication.
Authentication method | Using certificates is recommended since it is much more secure
than using PSKs.

This is the pre-shared key (must be equal on both sides)

PSK Note: Do not use simple words or phrases! A PSK should be a ran-
dom sequence of 48 characters in base64 format.

This certificate is sent to the remote peer to authenticate on site.
Certificate New certificates can be uploaded in Configuration A General set-
ting A Certificates

For security reasons certificates are usually only send on demand.
Send certificates However, this breaks compatibility with some vendors, such as
Cisco and Safenet. Set this option to always in this case.
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Log level

None: Will log no messages through the Event Log
Info: Log only some information and critical errors
Debug: Log state information too

Verbose: Log all possible messages

VPN LED/output con-
troller

The selected device controls the state of the VPN LED and of the
digital VPN output.

IKE ciphers (Phase 1)

Select the cipher suites for Internet Key Exchange (IKE) this con-
nection will support

IKE hash functions
(Phase 1)

Select the hash functions for Internet Key Exchange (IKE) this con-
nection will support

DH group (Phase 1)

Select the Diffie-Hellmann Groups for Internet Key Exchange (IKE)
this connection will support

ESP ciphers (Phase 2)

Select the cipher suites for Encapsulating Security Payload (ESP),
this connection will support

ESP hash functions
(Phase 2)

Select the hash functions for Encapsulating Security Payload
(ESP), this connection will support

Operational mode

Operational mode of the local side:

Active: Try to establish the connection immediately and periodically
retry. This is the normal mode.

Active (switched): Connection setup is triggered by VPN initiate.

Passive: Do not try to establish a connection but wait until a peer at-
tempts to do so. This mode is required to allow connections with an
unknown remote IP address (road warrior setup).

Local ID

This is the name the device will use to identify (not authenticate) it-
self for a PSK connection. If a certificate is used the ID is always
the certificate info. If no ID is given the IP address will be used. En-
tering the IP address is not the same as leaving the field empty!
Blanks are not allowed.

Remote IP address

This is the IP address or the hostname of the remote IPsec peer.
Use A*0 to indicate that the re
advance. This does only make sense for the operational mode Pas-
sive (to wait for the peer to c
this defines a so-called road warrior setup where e.g. a travelling
may connect. While affixed subnet only allows one remote IPsec
peer, any number of road warriors may connect (e.g. several lap-
tops at different locations can connect to the ¢ 0 mp a metwosk)

CA certificate

The remote peer its certificate must have been signed by this CA to
be accepted
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Remote ID

The peer will identify (not authenticate) itself with this ID depending
on the chose authentication method.

PSK: If no remote id is given the IP address of the remote site is
checked. Entering the IP address is not the same as leaving the
field empty! The remote ID must not contain blanks.

Certificate: The complete certificate info of the peer must be speci-
fied. In case of another Weidmiiller Security Router you can copy
and paste the certificate info
page. The order of info elements C, ST, L, O, OU, CN, E must be
kept and all elements separated by a comma followed by a blank.

Note: The remote ID must match exactly except when you are wait-
ing for road warriors using certificates. Then also all fields must be

present but fA*0 may bGN=*uBoeradkoaad s
warrior setup with PSK no ids should be used.

Note: The remote ID should be unique. If several connections share
the same ID their tunnels will get periodically build up and torn
down (traffic with interruptions is possible though).

Remote subnet

This is the remote subnet to which the traffic coming from the local
subnet is encrypted when going out via the given interface. The
subnet must be defined as IP/Network mask, e.g. 192.168.0.0/24. If
no subnet is given, the IP address of the interface itself is used.

Note: The local and remote subnet must not be equal!

Note: Routed traffic is not generally encrypted! Only traffic between
exactly the local and the remote network gets encrypted! For in-
stance, if you use two Weidmiiller Security Routers and leave both
subnets empty the IPsec tunnel will be established between two
routers. Then only traffic originated from one router destined to the
other router is encrypted. The traffic that is routed via both devices
from networks behind them is not encrypted at all.

By default, the Router uses the parameters AES128, MD5, DH group 2 for Main-Mode and
AES128, SHAL for Quick-Mode.

Aut hent i cat i onMobeyis ddeAaysgcurigyseasons aot supported!

VPNA IPsec (Tab State)

Weidmitiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller <

IE-SR-EGT-LAN

¥ Diagnostics

¥ Configuration
IP configuration
SecureNowt
Packet fiter
Cut & Aarm
P General settings
P Access control

Current IPsec tunnels:
Packets sent Local subnet Local endpoi

subnet

No IPsec tunnels

b Network b Detaded debug state
= VPN
u-ink Fond
OpenVPN
IPsec
Menu Configuration A VPN A IPsecA Tab ASt at eh
Function | Displays all IPsec tunnels and their state
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4.2.9 Configuration A Services
Services A DHCP Server (Tab Configuration)

IESR2GTLTEMG |
> Diagnostics
 Configuration
1P configuration
SecureNow!
Packet filter
Cut & Alam
b General setings
b Access contral
b Network
b VPN
v Senices
DHCP server
Dynamic DNS
Web server
SNMP
Modbus TCP
Client monitoring
SMS Service

b Prioritization

b System

P Information

User sdmin[3

"\' Weidmiiller Router Configuration

IE-SR-2GT-LTE/4G

State

Weidmiiller <

DHCP server

Activate DHCP server: @

Activate DHCP relay: @

On following interfaces: [ LAN [] waN
DHCP server:

Interface: LAN

‘Starting IP address:

Ending IP address:

DHCP lease time: (seconds)
Interface: WAN

Starting IP address:

Ending P address:

DHCP lease time: (seconds)
DHCP relay:

Automatic relay IP: 0

DHCP Relay 1st server IP address:
DHCP Relay 2nd server IP address:

Apply settings Reset changes

Menu

Configuration A Services A DHCP ServerA Tab fAConfi gurati ono

Function

In operating mode "IP Router", the built-in DHCP server can be used for allocating IP ad-
dresses on both LAN-side and WAN side. By default, the DHCP server is switched off.

Activate DHCP server

Enables the DHCP service. The device will answer to DHCP re-
guests on the selected interfaces with the supplied IP address
range and name server configuration.

Note: The IP address range must be in the same IP subnet as the
IP of the selected interface itself.

Activate DHCP relay

Enables the DHCP relay service. The device will forward all in-
coming DHCP requests to the given DHCP server. Please ensure
that the internal network (i.e. the network that is served by the re-
lay) is reachable from the DHCP server.

On following interfaces

Select the Interfaces that should use DHCP server or relay. Dis-
played interfaces depending on routing mode, integrated modem
and virtual interfaces.

Starting IP address

First IP address that can be assigned via DHCP

Ending IP address

Last IP address that can be assigned via DHCP
Note: Must be in the same IP subnet as Starting IP address.

DHCP lease time

Value between 3.000 s and 700.000 s

DHCP Relay

Alternatively, the Router can be configured as a DHCP relay. DHCP requests from clients
which require an IP address are then forwarded to the "real" DHCP server.

Automatic relay IP

Use the DHCP server of the DHCP lease of the device
itself. To make this option work at least one interface of
the device itself must be configured as DHCP client.

DHCP relay 1%t server IP address

IP address to which DHCP requests will be forwarded
to.

DHCP relay 2st server IP address

IP address to which DHCP requests will be forwarded
to if first DHCP server is not available.
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Services A DHCP Server (Tab State)

Weidmiiller Router Configuration

IE-SR-6GT-LAN

IESREGTLAN
¥ Dagneanca
'Tm DHCP server
Sdtuiitidn! Currently active leases
::l?‘::“ Expiry time: Stathon: TP address: Client hestname: Client id:
¥ Gaseral setings No active client leases
B Accens control DHCP server is not running
= —
T Services
DHCP servnr
Menu Configuration A Services A DHCP ServerA Tab @A St at uso
Function | Displays all DHCP clients of the device

Services A Dynamic DNS

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller %

¥ Configuration
P confguraton Dynamic DNS
Securelow! Enable Dynamic DNS: - ®
Packet fiter
Ot & Alaemn
¥ Genersl settiogs www.dyndns.org usemame, password and dynamic domain:
P Access control User name: o
User passwoed: @
:w" Oyndns.org registered domain: @
- Network Interface: o
Oynamic DS Extended Settings:
Web server Activate NAT mode: @
SNP
Modbus TCP Apply settings Reset changes
Menu Configuration A Services A Dynamic DNS
Function | This feature allows the Router - if connected to the Internet using dynamic IP address allo-

cation-t o b e ac c esspseeadkridmggvidathedublic Dynamic DNS service of pro-
vider ADynDNS.orgh.
User name Username registered on http://www.dyndns.org service.

User password

Password registered on http://www.dyndns.org service.

Dyndns.org registered
domain

Domain registered on http://www.dyndns.org service, must be
owned by the user given on the former field.

Network interface

Choose the interface on which the internet connection will be es-
tablished (interfaces may vary for cellular routers, extended rout-
ing mode or virtual interfaces).

Activate NAT mode

Neither the local IP address of the given interface will get transmit-
ted nor will the current DNS entry get checked against the local IP
address. Instead an update will be sent every 5 minutes and the
service will determine the IP address from the source address.
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http://www.dyndns.org/
http://www.dyndns.org/
http://www.dyndns.org/

Services A Web server

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller
IE.SRHET-LAN
e  cornen|
Tm Web server
Secuinhion! HTTPS wh server cortificate:
s Emable HTTPS server: Ed
Cut & alam A [identity.pem v
¥ General setings
:"‘"""“'“"’"‘ Appiy setings Reset changes
e
¥ Sarvcai
DHCP sifvii
Oyname OIS
ek perver
Menu Configuration A Services A Web server
Function | Via this menu item the access protocol to the Web interface (http or https) can be config-

ured.

Services A SNMP

Weidmiiller Router Configuration =
IE-SR-6GT-LAN 9 Weidmiiller {
E-ERATLAN
et | comtonsen |
= Cordagrateon
1P et Shup
Swarabive Erabiis SHMP: L]
Facow S5
=ty Tl
b G R SRV @
¥ kocess control SHMRVI @
:::M SN rewd only scress:
—— Community Name: I [6:]
Commanity 1P I &
intnchcal Community neeodk mati: I @
==
s e SHMP readwrite acress:
—— Community Name: I (6]
Wodous TCP Communy 1P I @
— Corrmunity Atk midk: I [}
AN o B SHMPY] username and sacryptisn:
= Uiser name read ooky: [ @
Padged; |— @
* Syasem Lssier paoe rmaed/vwrie: I @
¥ information Password! r  ®
] Pre-shared Ky for encrpisan: | D Coneeate P2k |
SNP traps:
Enabla SNMP Trag Generabon: ()
SN Trap Communty Name: I— m
5K Trap Becsver 1P I @
Aty sefings Renet changes
Menu Configuration A Services A SNMP
Function | Activation / deactivation of the SNMP protocol (Simple Network Management Protocol). Ver-

sions v1/v2/v3 are supported. Router data can be requested using Standard MIB-II.

SNMPv1iv2

Use SNMPv1 or SNMPv2 protocol specifications. This protocol ver-
sion is not encrypted and thus regarded as insecure

SNMPv3

Use the SNMPv3 protocol. You must enter additional usernames and
passwords in the fields below. SNMPv3 is regarded as secure.

SNMP read or
read/write access

You can decide whether the access with SNMP protocol should be
fir ead oeadapdwrite.or pure diagnostics, the read-only op-
tion is recommended. You can also create two different accesses.

Community name

The SNMP community name is used for authentication purposes like
a password. Most devices use the strings public (read only) and pri-
vate (read write) by default.
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Restricted access with the given community name to the following IP-

Community [P Address. Use 0.0.0.0 for any source.

Community network | Network mask for the IP given above. Use 32 for a single host or 24

mask for a classic class C network.

SNMPv3 only: Username for SNMPv3. More than 4 alphanumerical
User name .

characters are required.

SNMPv3 only: Password for SNMPv3. Authentication Protocol: MD5.
Password

More than 8 alphanumerical characters are required.

Pre-shared Key for

. SNMPv3 Pre-shared key for encryption. Privacy protocol AES
encryption

Enable SNMP Trap

generation Activate the SNMP trap generation subsystem.

SNMP Trap Com-

munity Name SNMP trap community name for general trap identification

SNMP Trap Re-

. IP address of the server where the SNMP trap will be send to
ceiver |IP

Services A Modbus TCP

Weidmiiller Router Confi ti ~ =
|E?éRTsuG:.rLA?4u ARt Weidmiiller <

1E-SREGT-LAN

b Disgnostics
E S ey Modbus TCP
IP configuration
SecureNow!
Enable Modbus TCP server: ¥ @
Packet filter
Server port: 502 ®
Cut & Alarm
¥ Conrsl Sotings Client address: @
ardsd Password: 0x @
» Access control
Confirm password: 0x
» Network
o Verbose logging: Q@
= Services
DHCP server ABOLSY0Y, B
Dynamic DNS
Wed server
SNMP
Modbus TCP
Menu Configuration A Services A Modbus TCP
Function | Activation/deactivation of the integrated Modbus TCP-Server. Allows external Ethernet con-

trollers that understand the Modbus TCP protocol to query Router states and control infor-
mation. Using the Modbus TCP protocol e.g. VPN connections (u-link, IPsec and Open-
VPN) can be activated and deactivated. Additonal | y events | ike AC
monitored and reset (acknowledged).

You can specify the port used by the server to listen for incoming re-

Server port: quests. If no port is given the default Modbus port 502 is used.

Only one connection at a time is allowed. You can specify an IP address
Client address or host name to restrict access to one client. If no address is given any
client may connect.

You can specify an eight digit long hexadecimal password (e.g.
0x1a2b3c4d). If not empty and not zero a newly connected client must
set the high (first four digits) and low (last four digits) password register
correctly before it is allowed to access any other register.

Password

By default, only access violations are logged (if client IP address is re-
Verbose logging | stricted or a password is required). With this option information about
connections, requests and processing time is also logged.
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General information about implemented ModbusTCP functionality:

1. ModbusTCP server is running as a ModbusTCP slave.

2. Via the ModbusTCP protocol only following settings and status requests can be done:
- Monitor, start and stop pre-defined VPN connections (IPsec, OpenVPN, u-link)
- Acknowledge/Reset of CUT& ALARM

3. The server port can be selected freely. If no port is specified, the default port for ModbusTCP (502)
waits for incoming requests.

4. The access can be restricted to a specific ModbusTCP Master by specifying either an IP address or
as a host name that is resolved when the server is started. If nothing is specified, the connection can
be established from any device (ModbusTCP Master).

5. Toincrease security, a 32-bit password can be specified. Before a Master can access status and
control registers, it must write the password into the password registers. The higher-value 16 bits in
register 0x01 and the lower-value 16 bits in register 0x02. If no password is specified, all registers
can be accessed directly.

6. To keep the event log from overfilling, only access violations (if the IP address is restricted or if a
password is requested) are normally reported. Ifc he c k b o x fi Ve r ibaxtyvaed,ladddgicnal n g o
information on connection establishment, requests and access times is also logged.

Important information:

a. The password is checked when the lower-value part is written in register 0x02. For example, if the
password is Oxaallbb22, Oxaall must first be written in register 0x01 and then Oxbb22 written in
register 0x02. The password is valid for the duration of the TCP connection. If a new connection is
established, the password registers are reset to 0x0000.

b. If a host name is used for restricting the Modbus Master address, this name is resolved into an IP
address when the server is started, i.e., not when the actual connection is established. Thus, if the
meaning of a host name changes, ModbusTCP must be restarted.

Modbus/TCP implementation

The slave ID / device ID can be set between 1 and 254.
The following function codes can be processed by the Router:
A 0x03 (Read Hd lredd statgs/cBheoyregssters)r s
A 0x10 (Write WNuwiitaoneol neoreRantgol registers) s
F.or a register that has been read, bit O stands for the least significant bit and bit 15 stands for the most
significant bit of the register.

If an error occurs while processing a request, the following exception codes will be returned:

Exception code | Meaning Description

0x01 Invalid function code | Neither 0x03, nor 0x04, nor 0x10 was used as function
code.

0x02 Invalid register Either the register does not exist or the desired operation
cannot be performed.

0x03 Invalid register value | The value to be written is invalid for the register.

0x04 Internal server error An internal error occurred during the processing of the re-
guest

Note: The implementation is not time-optimized. For example, it can take approximately 10 seconds to es-

tablish an OpenVPN connection. It can take approximately 5 seconds to read out all status registers in
one request. A ModbusTCP response from the router takes a corresponding length of time. For perfor-
mance reasons, the requests must not take place too quickly (in particular, the status should not be
gueried more than once per minute and should be limited to the necessary registers) and the time-outs
of the requester must be long enough. Furthermore, only one ModbusTCP master can be connected
to the Router at a time.

Overview Modbus Register

Registers Hex code Data
General registers: 0x00 Version
0x01 PASSWORD - higher-value 16
bits
0x02 PASSWORD - lower-value 16 bits
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Status registers: 0x10 CUT&ALARM
0x11 Not used
0x12 reserved
0x13 IPsec
0x14 OpenVPN1
0x15 OpenVPN2
€. é
0x1D OpenVPN10
Ox1E u-link VPN

Status registers: 0x20 CUT&ALARM
0x21 Not used
0x22 reserved
0x23 IPsec
0x24 OpenVPN1
0x25 OpenVPN2
€. é
0x2D OpenVPN10
Ox2E u-link VPN

Status registers:

Read-only and cannot be written. The content is similar for all connection-specific sta-
tus registers

Bit O contains information indicating whether the connection is defined at all, i.e., whether the
entry exists or the service is activated.

Bit 1 contains information indicating whether the connection has been activated.

Bit 2 contains information indicating whether the connection exists.

Other Bits The other bits indicate type-specific information.

Control registers:

Can be read and written

If the corresponding service of a connection-specific register is not active or cannot be
configured, each write attempt is invalid and exception code 0x02 (invalid register) is
returned.

Independent of the success of an action triggered by writing a control register, the value
is written in the control register and can be read out.

The actual status of the corresponding service must be queried from its status register.

General registers (Version and Password)

0x0100 Version Read-only The higher-value byte is the major version number and the
lower value byte is the minor version number.
0x01 and 0x02 | Password | Read/Write | Register Ox01 contains the higher-value 16 bits, register
0x02 the lower-value 16 bits of the 32-bit password. If a
password is requested, it must be entered correctly before
status and control registers can be accessed. Password
verification is performed as soon as register 0x02 is written
(thus, register 0x01 must be set first). The password is
valid for the entire duration of the TCP connection. The
next time a connection is established, the contents of both
registers are reset to zero.
Registers CUT&ALARM
0x10 (Status) | Read-Only Bits Meaning Explanation
0 Alarm O=Alarm off, 1=Alarm on
1 Internal CUT | 0=Cut off, 1=Cut on
2 External 0=Cut off, 1=Cut on (24VvDC)
CuT
3-15 | Not used
0x20 (Set) Read / Write | The register can be written with value 0x0000 to acknowledge/ reset
ALARM and internal CUT. 0x0000 is the only allowed value.
The external CUT cannot be reset in this way because it is an external
digital input and depends on input settings (0 or 24 VDC).
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0x13 (Status) | Read-Only | Bits Meaning Explanation
0 IPSec defined | At least one connection is defined
1 Activated IPsec generally is activated (Enabled)
2 Connected At least one tunnel is established
3-7 Not used
8-15 | Active tunnel Number of currently established IPsec tunnels
0x23 (Set) Read/Write | This register can be written either with values:
0x0000 Deactivate all defined IPsec connections
0x0001 Activate all defined IPsec connections
Registers OpenVPN
OpenVPN-1
0x14 (Status) | Read-Only | Bits Meaning Explanation
0 Instance 0=not defined; 1=defined
defined
1 Activated OpenVPN-1 is activated (Enabled)
2 Connected OpenVPN-1 tunnel is established
3 Server/Client O=configured as OpenVPN-Client
1=configured as OpenVPN-Server
4-7 Not used
8-15 | Active tunnel Number of currently OpenVPN clients (if config-
ured as OpenVPN server)
0x24 (Set) Read/Write | This register can be written either with values:
0x0000 Deactivate defined OpenVPN-1 connection
0x0001 Activate defined OpenVPN-1 connection
OpenVPN-2: 0x15 (Status) Read-Only A see OpenVPN-1
0x25 (Set) Read / Write A see OpenVPN-1
OpenVPN-3 0x16 (Status) Read-Only A see OpenVPN-1
0x26 (Set) Read / Write A see OpenVPN-1
OpenVPN-4 0x17 (Status) Read-Only A see OpenVPN-1
0x27 (Set) Read / Write A see OpenVPN-1
OpenVPN-5 0x18 (Status) Read-Only A see OpenVPN-1
0x28 (Set) Read / Write A see OpenVPN-1
OpenVPN-6 0x19 (Status) Read-Only A see OpenVPN-1
0x29 (Set) Read / Write A see OpenVPN-1
OpenVPN-7 Ox1A (Status) Read-Only A see OpenVPN-1
0x2A (Set) Read / Write A see OpenVPN-1
OpenVPN-8 0x1B (Status) Read-Only A see OpenVPN-1
0x2B (Set) Read / Write A see OpenVPN-1
OpenVPN-9 0x1C (Status) Read-Only A see OpenVPN-1
0x2C (Set) Read / Write A see OpenVPN-1
OpenVPN-10 0x1D (Status) Read-Only A see OpenVPN-1
0x2D (Set) Read / Write A see OpenVPN-1
Register u-link
Ox1E (Status) | Read-Only | Bits Meaning Explanation
0 Not used
1 Activated u-link instance is activated (Enabled)
2 Connected u-link VPN tunnel is established
4-15 | Not used
Ox2E (Set) Read/Write | This register can be written either with values:
0x0000 Deactivate u-link VPN tunnel
0x0001 Establish u-link VPN tunnel
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Services A Client Monitoring

Weidmiiller Router Configuration

IE-SR-6GT-LAN

Weidmiiller =<

IE-SR-6GT-LAN
b Diagnostics
2 sk Client monitoring
IP configuration
Secehiont Current monitoring table:
Packet filter
Cut & Alarm
e & 1P address Delay(ms) Packet loss(%) Action State
P Access cootrol Monitoring table is empty
P Network
Vome E-mail server:
- Services E-mail address:
DHCP server
Dynamic DNS Add new entry:
Web server
SNMP 1P address: Delay: Packet loss: Action:
e TeP ms % none *| @
Chent mondoring
o0 nafaacee Add entry Apply settings Reset changes
Menu Configuration A Services A Client Monitoring
Function | Allows the monitoring (still alive?) of network devices via a cyclic query using the ICMP pro-

tocol (ping request). As an action if a monitored Ethernet device is no longer available an

AAl armi or

ACut i

event can be triggered.

target mail address can be configured to send the information about a lost connection of a
monitored device by mail.

Current monitoring
table

Table showing all monitored IP addresses

E-mail server

The server which the router can use to send e-mails in case of moni-
tored events (must run as mail forwarder).

E-mail address

The e-mail address to which the router sends the e-mails in case of
monitored events.

Add new entry

Adding a new device which will be monitored.

IP address:
Delay:

Packet loss:

Action:

The IP address of the monitored device.

The Router sends every 50 seconds a block of 5 ping
requests to the defined IP address. If the average re-
sponse time (based on 5 ping requests) is longer than
the configured Delay-time in milliseconds then this trig-
ger condition will match.

If the lost share [%] (no response) of 5 ping requests is
greater than the configured value then this trigger condi-
tion will match.

None (Generates only an entry in the Event log),
Alarm or Cut (Internet events, event Alarm will also set
digital output O6AIl ar md)
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Services A SMS Ser

vice

Weidmiiller Router Configuration

IE-SR-2GT-LTE/4G

Weidmiiller 3£

ESRIGTATENG W

PO

Digital input /CUT/ changed 1@
Digital input /CUT/ changed I@

LY VAL VI NI VL SR VRN

Digital output -Alarm- changg @
Digital output /Alarm/ change|(®

P Diagnostics
=~ Configuration .
SMS Service
IP configuration
S Now! .
Ecuretiow Enable SMS service: I 6]
Packet filter
Cut & Alarm
b General settings
b Access contral
b Network
by
N Allowed SMS Control functions
A
ervices Enable SMS Contral: <@
DHCF server
: ’
Dynamic DNS Reboot: @
ion: Cd
Web server Establish/Cancel mobile network connection: @
Establish/Cancel VPN connection: | @
SNMP
Set digital output Alarm on/off:
Modbus TCP
Client monitoring Enable SMS Traps: @
SMS Service Send SMS after power up/reboot:
b Friaritization Send SMS if connected to mobile network:
Send SMS after disconnection frem mobile network:
b System
y Send SMS after change of VPN connection (On-/Offline):
b Information
Send this message when digital input (Cut) changes to "On"™
Send this message when digital input (Cut) changes to "Off":
User: admin 3
Send this message when digital output (Alarm) changes to "On™:
Send this message when digital output (Alarm) changes to "Off":
Apply settings Reset changes

Menu

Configuration A Services A SMS Service

Functions

Router sends information via SMS messages (output).
Router can be controlled via SMS messages (input).
Menu available for IE-SR-2GT-LTE/4G and IE-SR-6GT-LTE/4G only.

Enable SMS service

Enables or disables generally the use of text messages for
control functions (SMS input) and sending information (SMS
output).

Password SMS Control

If a password is entered then each incoming SMS control mes-

sage must be secured by this password. Otherwise received

text message will be dropped.

Format of a password-secured SMS control message:
#<password>?<command>

#Detmold?reboot or

Examples: #Detmold?OutputAlarm=on

Note: The password is case sensitive, the command is NOT
case sensitive.

Mobile number 1 - 3

Only defined mobile numbers may send SMS control mes-
sages to the router and can receive information messages
(SMS traps) from the router. For using SMS services at least
one mobile number has to be configured. (Use international for-

mat +XXXyyyyyyyyyyy).

Enable SMS Control

Allows or denies generally the use of text messages for control
functions (SMS input).
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Reboot

Allows/denies a device reboot via SMS command.

Commands: #password?reboot or ?reboot if no password is
set.

Note: For feedback about a successful reboot please activate
SMS trap ASend SMS after p

Establish/Cancel mobile
network connection

Allows/denies establishing or cancel the Internet connection of
the mobile interface via SMS command.

Commands: #password?MobileConnection=on/off or ?Mo-
bileConnection=on/off if no password is set.

Note: For feedback about the required action please activate
the related SMS traps (mobile network connection/dis-
connection).

Establish/Cancel VPN
connection

Allows/denies establishing or cancel a predefined VPN connec-
tion (OpenVPNL - 10, IPsecVPN or u-linkVPN) via SMS com-
mand.

Commands:
#password?OpenVPN1=on/off or ?0OpenVPN1=on/off or
#password?u-linkVPN=on/off or ?IPsecVPN=on/off if no

password is set).

Note: For feedback about the required action please activate
the related SMS trap ASend
connection (On-/Offl i ne) 0.

Set digital output

6Al arm# on/ o

Allows/denies setting the digital output (Alarm) on or off via
SMS command

Command: #password?OutputAlarm=on/off or ?0utpu-
tAlarm=on/off if no password is set.

Note: For feedback about the required action please activate
the SMS traps related to the digital output (Alarm).

Enable SMS Traps

Enables/disables the sending of SMS traps.

Note: SMS traps only will be sent to the defined mobile num-
bers1-3.

Trap: Send SMS after
power up/reboot.

If enabled the message <system name>: Reboot/Power Up at
<system time> will be sent to the defined mobile numbers 1-3
after reboot or power-up.

Trap: Send SMS if con-
nected to mobile net-
work.

If enabled the message <SysteAName>Connected to <provider>;
<network modessignal strengtktP>will be sent to the defined
mobile numbers 1-3 after connection to the mobile internet.

Trap: Send SMS after
disconnection from mo-
bile network.

If enabled the message <system name>: Disconnected from
mobile network at <system time> will be sent to the defined
mobile numbers 1-3 after disconnection from the mobile inter-
net.

Trap: Send SMS after
change of VPN connec-
tion (On-/Offline).

If enabled the message<system name>: Ope
secVPN / u-linkVPN established/disconnected will be sent to
the defined mobile numbers 1-3 after change of one of the de-
fined VPN connections.

Trap: Send this mes-
sage when digital input
(Cut) changes to "On".

If enabled the message <system name>: <Entered text> will be
sent to the defined mobile numbers 1-3 after changing of digital
input (Cut) to ON.

Trap: Send this mes-
sage when digital input
(Cut) changes to "Off".

If enabled the message <system name>: <Entered text> will be
sent to the defined mobile numbers 1-3 after changing of digital
input (Cut) to OFF.
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Trap: Send this mes-

If enabled the message <system name>: <Entered text> will be

sage when digital output
(Alarm) changes to
IlOnlI.

output (Alarm) to ON.

Trap: Send this mes-
sage when digital output
(Alarm) changes to
"OFF".

sent to the fined mobile numbers 1-3 after changing of digital
output (Alarm) to OFF.

Services A COM port server

IE-SR-6GT-LAN

P Diagnostics
¥ ConNiguration
e COM port server
et Enable COM port serve @
nable port server:
it Mode: telnot ¥ @
i&& S Enable debug console: (6]
2 b i Access restriction: 192168.0.0°24 @
ALCess control
¥ Network Senal port settings:
b VPN Baud rate: 115200 * @
- Sefvices Data bits: 8
DHCP server Parity: none ¥
Dynamic DNS Stopitme LX
Wab sarver Xon/Xoff fiow control: ®
e RTS/CTS flow control: (6]
Modbus TCP Ignore DCD/DTR lines: Q@
e o Hangup when done: @
e No break: v@®
RFC2217 control: v Q
¥ Priortization
b System Apply settings Reset changes
Menu Configuration A Services A COM port server
Function | Enable the serial port COM server. The router will open TCP port 3001 for incoming con-

nections which will be redirected to the RS232 interface.

Mode:

Telnet: use for serial console terminals, you can directly use
telnet to TCP port 3001.

Raw: use the raw mode for virtual serial port clients.

Enabling debug console:

Enable a control and diagnose console on telnet TCP port
20000. The access restriction will apply here too.

Access Restriction:

Enter IP address/mask i.e. 192.168.0.0/24. Connections from
this source are allowed, all others get blocked.

Baud rate: Select the baud rate of the interface.

Data bits: Choose whether there are 7 or 8 data bits.
Parity: Non, even or odd

Stop bits: 1 or 2 stop bits

Xon/Xoff flow control Enable/disable

RTS/CTS flow control Enable/disable

Ignore DCD/DTR lines:

Enable/disable

Hang-up when done:

Lower the local DCD/DTR lines if the remote connection gets
disconnected.

No break:

Disables the automatic clearing of the break setting.

RFC2217 control

Allow remote RFC2217 control of the serial parameters.
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4.2.10 Configuration A Prioritization

Prioritization A LAN

" Weidmiiller Router Configuration
IE-SR-6GT-LTE/4G

-

Weidmiiller %

Screenshot shows LiaMtedPrioritiza

tionmenu of a-Bort Router having in

= o Prioritization LAN-1 . .
e ® tended routing modeANinterfaces
Securehiow’ Enable priontization: 7
Packet aer lm«(:gwnnmmm“‘_ Xet's ® ( LAN1e4 )
Cut & Alarm
S o e Current prioritization table:
® Access control s v & [oirection Station 1P address Subnet mask TCP/UDP port
¥ Network The prioritization table is empty.
* ven
? Services
* Pricezason Add new prioritization dass: @
o Shaping crenia: IP; v MAC:  Ethemet:  VLAN: © @
::" Description & Bitrate @ Priority @  IPprotocol ) Ethemet protocol () 1P Type of Service VIANID ®  VIAN QoS @
| | Ka/s o ‘ v = == R
- Direction station @ 1P address @ Subnet mask @ TCPIUDP port @
Mg Source: — —— e
U aenpy | DESSNZRON: i I
Add entry Apply settings Reset changes.
Menu Configuration A Prioritization A LAN
Function | With this feature, outgoing traffic on the LAN interfaces can be classified and prioritized.

The prioritization ("traffic shaping") can be configured on both Layer 2 (based on MAC ad-
dresses) and at Layer 3 (IP addresses and protocols). On extended routing mode, all LAN
interfaces can be configured separately by selecting the appropriate tab.

Interface bitrate limit

Total bandwidth of interface that must be specified if prioritization
is enabled. If a new prioritization class is added and no bitrate limit
is yet defined, a default value will be used.

Hint: If the sum of all defined classes below exceeds this value, no
prioritization will be done, only shaping. Every bitrate will be the
allowed maximum for the corresponding class and the priority
value will be used.

Current prioritization
table

Table that displays all configured rules.

Add a new prioritiza-
tion class

Outgoing packets that match the given criteria (e.g. the protocol)
will be sorted into the class and sent according to the given bitrate
and priority. Traffic is sorted into the first matching class of the pri-
oritization table. Traffic that does not match any class is handled
with priority 7.

Shaping criteria

Select which kind of criteria should be checked to classify traffic.

Note: Not all combinations are possible. If no set of criteria is se-
lected any traffic will match this class. This can be used to over-

write the default priority 7 (lowest) for traffic that does not match

any other prioritization class.

Description

Short alphanumerical (no blanks) description (20 characters max.)
for this class. May be left empty
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Bitrate

Guaranteed bandwidth available to this class, independent of pri-
ority. If greater than the interface bitrate limit, it is reduced to the
interface limit internally.

Note: In addition to the minimum rate defined here, a class may
lend bandwidth from other classes. If you want this value to be the
maximum bitrate for a class. Make sure that the sum of all classes
bitrates is one plus the bandwidth of the interface as defined
above.

Priority

A value between 0 and 7 that indicates how important this class is
compared to others. 0 is highest and 7 is lowest priority. Will only

be used if the sum of all bitrates does not exceed the interface bi-
trate limit.

IP protocol

Use * for any IP protocol, select TCP, UDP or ICMP

Ethernet protocol

Ether type of packets as hexadecimal value (e.g. 0x88cc). If may
range from 0x0600 to OXffff 8SEE. http://iana.org/assign-
ments/Ethernet-numbers). If the VLAN header is checked, enter
the encapsulated ether type, e.g. 0.0800 for IPv4

IP Type of Service
(ToS)

The IP Type of Service is a hexadecimal value (e.g. 0x80) that
specifies the kind of traffic (e.g. voice data). Leave empty of use *
for any ToS.

VLAN ID

The VLAN ID is a decimal value that identifies a virtual LAN. It
may range from 1 to 4094.

Note VLAN ID and priority cannot be checked at the same time. If
you want to classify traffic by VLAN priority (QoS) the ID must be
set to O (or left empty).

VLAN Quality of Ser-

The VLAN priority (QoS) ranges between 0 and 7. The higher the
value the more important a packet is.

Note: VLAN ID and priority cannot be checked at the same time. If

vice (Qo0S) X ' o
you want to classify traffic by VLAN ID, this field must be left
empty.
. MAC address of source and destination (e.g. 00:15:7E:FE:23:1A).
Station
Leave empty or use * for any address.
IP address of source and destination (e.g. 192.168.1.110). Leave
IP address

empty or use * for any address.

Subnet mask

Subnet mask as number of fixed bits of IP address counted from
the left (e.g. equals subnet mask 255.255.255.0). Leave empty if
given IP address is either arbitrary (*) or supposed to match ex-
actly. Otherwise the value must be between 8 and 32.

TCP/UDP port

TCP/UDP port between 1 and 65535 or a port range (e.qg.
1024:10000.). Leave empty or use * for any port.
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Prioritization A LAN

Weidmiiller Router Configuration

Weidmiiller

IE-SR-6GT-LTE/4G

s sime Screenshot shows LréNtedPrioritiza
* Contiguraton tionmenu of aBort Router having in
e e _ tended routing mode ANiterfaces
SR oo e T K04 @ ( WAN1E2)
‘i“o:::mm Current prioritization table:
» Access coetrol s v & |pirection Station 1P address Subnet mask TCP/UDP port
® Nebwork The prioritization table is empty.
*ven
? Senvicas
 Priceszaton Add new prioritization dass:
LN Shaping criteria: IP: v MAC:  Ethemet: VLAN: @
::" Description @ Bitrate Prioity @  IPprotocol ) Ethernet protocol 1P Type of Service VIANID ®  VIANQoS
| n Kos (o) == P i
:rw Direction Station @ 1p address @ Subnet mask @ TCP/UDP port @
Source:
—AE il [: [: P [_l
Add entry Apply setngs Reset changes
Menu Configuration A Prioritization A WAN
Function | With this feature, outgoing traffic on the WAN interface can be classified and prioritized.

The prioritization ("traffic shaping") can be configured on both Layer 2 (based on MAC ad-
dresses) and at Layer 3 (IP addresses and protocols). On extended routing mode, all WAN
interfaces can be configured separately by selecting the appropriate tab.

Uses the same attributes as for Prioritization A LAN.

Prioritization A 4G

Weidmiiller Router Configuration

IE-SR-6GT-LTE/4G Weidmiiller %
IE-SREGTLTEMNG
i oo}
Bl oo Prioritization 4G
P confguraton
Securetiont Ensble priortizaton: ) @
Packet fiter Interface barate hmi: 7200 Kew/s @
?‘;:':m Current prioritization table:
b Access controd s = § [birection Station 1P address Subnet mask TCP/UDP port
» Network The priontization table is empty.
b ven
P Sences
—— Add new prioritization dass: @
UN Shaping criteria: P: » MAC: Ethernet:  VIAN: @
:\" Description @ Bitrate D Priority @  IPprotocol @ Ethemet protocol (B 1P Type of Service @ VIANID @  VIAN QoS @
I [ ks [0y | | =—=11 =}
:rm Direction Station ® 1P address @ Subnet mask @ TCP/UDP port ()
Source:
) : l: |: 42:
Add entry Apply settings Reset changes
Menu Configuration A Prioritization A 4G
Function | With this feature, outgoing traffic on the 4G interface can be classified and prioritized. The
prioritization ("traffic shaping™) can be configured on both Layer 2 (based on MAC ad-
dresses) and at Layer 3 (IP addresses and protocols). Only for cellular routers.
Uses the same attributes as for Prioritization A LAN.
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4.3 Section System
4.3.1 System A Backup settings

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller %

S, Backup settings

et Manually save the system settings

Backup setingy Backup the current system settngs of the device to 3 file on your local machine with "Download settings™

Softwrare update

Factory cafauts

Son Restore the device settings

e Backup file: Choosa File | No Me chosen @

¥ tadormesion Download sestings Restore settings

User simen B

Menu System A Backup settings

Function | With this menu item, the Router configuration can be stored or restored to/from the file sys-
tem of the connected computer. The exported configuration file is of extension type
<name>.cf2 and encrypted.

Flash memory will be used. Please save the configuration to Flash memory before creating

o For creating a configuration backup file (.cf2) always the configuration currently stored in the
a backup file.

4.3.2 System A Software update

Weidmiiller Router Configuration

ae ?‘
IE-SR-6GT-LAN Weidmiiller =c
IE-SRAGT-LAN
i o=}
: :::m Software update
Bachup setings. Installed firmware versions: @
oo Runcing 32.18-79368
L 3 8
dncoa brcerpor Fallback mm‘:: 3.2.18-792%9
— Update by upload or from server:
Rt v Specty update from firmware server ®
* tedormasion Update protecol: HITP v @
Server address: @
Uner s Flename and location: @
¥ Select file for drowser upload @
Choose File | No fie chosen
Sex the factory defauks of the new firmware. @
Start Update
Menu System A Software update

Function | With this menu item a firmware update can be carried out. The Weidmiiller Firmware for Se-
curity Routers can be used for all router models. It can be downloaded e.g. from the
Wei dm¢gll er online catalog in section fADowrn

With this action the Running image will become the Fallback image and the Fallback image
will be deleted.

The easiest way to u
date by browser wuplo

pdate the Router with
adin
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Specify update from
firmware server

Update the device with a firmware from a remote HTTP/FTP/TFTP
server.

Update protocol: Protocol of the remote server which will serve the
firmware file. FTP is only supported by using anonymous user. You
can choose between HTTP, FTP and TFTP.

Server address: HTTP/FTP/TFTP server address. Valid values are
hostnames and IP addresses optionally combined with a port num-
beri.e. 192.168.0.1:8080 or ftp.fw-server.net.

Filename and location: Filename of the firmware file including the
path on the remote server i.e. updates/firmware-1.0.0.bin

Note: There must be no leading / on HTTP

Select file for
browser update

Update the device with a firmware by using a browser file upload.
The firmware will be transmitted from the connected service PC to
the router by browse accessible folders.

Set the factory de-
faults of the new
firmware

Additionally, it can be determined whether the router should be reset
to factory default settings after the firmware update. If not set, then
the Router will use current configuration after firmware update.

4.3.3 System A Factory defaults

* Weidmiiller Router Configuration

Weidmiiller %

IE-SR-6GT-LAN
IE-SRAGT-LAN
T o
* Configuration
* System Factory defaults
Backup selage warning:
Softeare vpdate

Resetting the device to its factory default configuration will

Factory defautts cause all changes that have been made to the unit to be permanently lost.
Save The unit will reboot once this function is executed.
Recoct Reset to factory Gefauits
¥ Information
Ui 23m0
Menu System A Factory default
Function | with this menu item the Router can be set to factory default settings. Please note that doing

a reset to factory values the IP addresses will be changed and the connection between the
Router and the configuration PC can be lost.
Basic factory settings:

IP address LAN port(s):

IP address WAN port (2-Port models): 192.168.2.110
IP address WAN ports (6-Port models): DHCP

User name: admin
Password: Detmold

192.168.1.110
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4.3.4 System A Save

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller

IE-SREGTLAN
St [Sem |
¥ Conin
,mw Save
Eathup se1ngs State of yousr curment configuration: no changes made
Scllerars griate ‘State of configuration on card in SCM slot:  no card in SOM shat
Fackory defauits Save settings
Save
Asboat
¥ dormanon
User agmin B
Menu System A Save

Function | Save the configuration into flash memory of the device. If a SIM memory card is inserted in
the memory card slot (SCM) at the rear side of the router, then additionally the device con-
figuration will be stored on the SIM memory card.

Weidmiillg

This icon (disk symbol) starts flashing if the configuration has been
IE-SR-6G changed and activated but not saved. Clicking on the icon the web in-
terface jumps into this menu item (regardless the window which cur-
'i‘i“‘“":"“ 4| rently is displayed)
iagnostics

&

~ Configuration
IP configuration

SecureNow!

4.3.5 System A Reboot

Weidmiiller Router Configuration

IE-SR-6GT-LAN Weidmiiller %<

IE-SREGT-LAN
i [—
¥ Configuration
Reboot
= System
Backup setings Configuration state:
Sewars updale State of your curment configuration: na chinges made:
seate of configuration om card in SCM slot:  ma card in SOM slot
Factory defauts
Save Additional reboot parameter:
‘Waking tima in minutes: ] @
Eoot akemative firmware image: 321 B-79358 (cument varsion) ¥ | (B
P bedommanan
Reboot
vm B
Menu System A Reboot

Function | Forcing a reboot of the Router. The status message indicates whether the current configu-
ration is saved or not.

Start a reboot timer with the given number of minutes to wait. The timer
can be aborted on this page. You can use this feature to test new config-
urations on a remote device if you are unsure whether you will get
locked out. The reboot will discard all changes and the remote device
should go back online

Waiting time in
minutes

Boot alternative | The router can save up to two different firmware versions. Before the re-
firmware image | boot you can choose which firmware the router shall use further on.
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4.4 Section Information
4.4.1 Information A General

Weidmiiller Router Configuration - 2
IE-SR-6GT-LAN ¢ Weidmiiller %

= Information Weidnvisler Interface GmbH & Co. KG
Qoo address Kingenbergstrade 16, 0-32758 Detmeid, Germany
Sdomag Phone +49 5231 140
internet wrw weidmuelier.com
Une ame 3
Device information
Type 1E-SR-6GT-LAN
Firmwace version 3.2.1 (Build: SVN-R22648.8-79348)
Hardware version DVG-IRF2601-101-AA-AC.00
Secial-No. AX02243505
MAC address WAN-1 00:15:7EFE23:1A
MAC address WAN-2 02:15:7€:FE:23:1A
MAC address LAN 00:15:7€:FE:23:19
Menu Information A General
Function Displays information about Weidmdiller and the device.

4.4.2 Information A Sitemap

Weidmiiller Router Configuration
IE-SR-6GT-LAN

Weidmiiller <

Ping test aougnostks
Remote capture ) System State
B Eventiog
¥ Configuration ) wan
IP configuration B LN
SecureNowt £) Ping test
Packet fitler ) Remote capture
Cut & Aarm @y Configuration
v General satings ) IP configuration
oo 1) SecureNow!
) Packet filter
bissaddnd 1) Cut & Alarm
User interface (&3 General settings
Cortficates 1) System data
SCEP [) Date & time
¥ Accass control B s Intartice
) Certificates
User accounts o scep
Permissioes 3 Access control
Wied acoess 1) User accounts =
Menu Information A Sitemap
Function Displays the sitemap of the user interface and includes links to the menus
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5. AppenA(iQonfiguration

Al1 Restore configuration from USB stick

This chapter describes how to restore a configuration from a backup file (*.cf2) via the USB port.

How to do:

1. Copy the cf2-backup file to an USB stick (FAT or FAT32) into directory named settings.
2. Plug USB stick into the Router and power-up / reboot the device (Router automatically will load the cf2-file).
3

Wait around 1 minute until the Router is ready again (PWR LED is lit constantly), having loaded the parameters

of the configuration file.
4. Un-plug USB stick from Router.

How to check the result of the import procedure via USB stick:

Method 1: Open Web interface and check the configuration.

Method 2: Plug the USB stick into a PC and check directory settings which now should have a new sub direc-
tory with a name same as the device serial number (e.g. AX1367406). This directory contains a log

file named settings.log created by the Router at configuration upload.

Open text file settings.log and check the status of the restoring process (e.g. containing message
cessfully updatedo) .

AfDevice configuration

Note: If you will use the same USB stick - containing a general template configuration file - for an initial setup of

suc

Weidmiiller 3£

examp

several Routers, then each Router will create during the restoring process its own sub directory AX....
(based on the unique serial number) below directory settings containing in the AX... sub directory the

Router specific text file settings.log.

-,
@Uv‘ I, » Computer » Removable Disk (F:) » settings

r

-
@Uv| .. v Computer » Removable Disk (F:) » settings »

Organize » Share with + Burn Mew folder Organize v Share with Burn New folder
- Name - “  MName .
18 Computer 18 Computer 00753052
¥ K
& Local Disk (C) SiljRoasr BHEALSZ £, Local Disk (C:)

| Router PN48-AL.cf2

ca System R d (E
a System Reserved (E:) (a System Reserved (E:)
= Removable Disk (F:)
&= Removable Disk (F:) H .
. firmware
. firmware J .
i . settings
. settings
. ’ - == Removable Disk (G:)
R hle Disk (G o

containing cf2-Backup file for restoring

Screenshot 1:Di rectory fisettingso ®treenslSoB2:Emitriecckt or y

after restoring of configuration
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Important note if you will use this method for replacement of an already registered u-link Router!

Before replacing a registered u-link Router by another Router (e.g. in case of a defective device) you need to release the
assigned activation code for additional activation. Do following steps before restoring the new Router with a backup file
via USB stick.

Step 1: Login (as administrator or user) into the u-link web portal.
Step 2: Open menu Administration A Device Management.

Step 3: Expand containeri Devi ce Topol ogyd and select the Router object

shall be replaced.
Step4: Cl i ck nHEdhetowof cpar amet ec o @ A& windowwathi namei St at us / Reuse of
codeod appears.
Step5: Acti vate checkbox fARelease for additional activationo
Step6: Cl i ck button ACIoseo.
Step 7: Logout from the u-link web portal and start the restoring process on the replacement device.

Device Management of u-link Web portal

Current status of activation code (In use) New status fARel eased of or additional
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